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DEFINITIONS 
 
Auditing: A systematic and objective assessment of an organization’s activities and 

services conducted and documented on a periodic basis based to a (e.g. ISO 
19011:2011) standard. The audit is an assessment of the effectiveness of 
monitoring and management arrangements after implementation. 

 
Biodiversity: The variety of life in an area, including the number of different species, the 

genetic wealth within each species, and the natural areas where they are found. 
 
Contractor:  An employer, as defined in section 1 of the Occupational Health and Safety Act 

85 of 1993, who performs construction work and includes principal contractors  
 
Environment: A place where living, non-living and man-made features interact, and where life 

and diversity is sustained over time. 
 
Evaporation: The change by which any substance (e.g. water) is converted from a liquid state 

into and carried off as vapour. 
 
Developer:  One who builds on land or alters the use of an existing building for some new 

purpose 
 
Independent:  Is independent and has no interest in any business related to the development 

site, nor will receive any payment or benefit other than fair remuneration for the 
task undertaken 

 
Groundwater: Subsurface water in the zone in which permeable rocks, and often the overlaying 

soil, are saturated under pressure equal to or greater than atmospheric. 
 
Landowner: Holder of the estate in land with considerable rights of ownership or, simply put, 

an owner of land 
 
Monitoring: A systematic and objective observation of an organisation’s activities and 

services conducted and reported on regularly. 
 
Natural vegetation: All existing vegetation species, indigenous or otherwise, of trees, shrubs, 

groundcover, grasses and all other plants found growing on a site. 
 
Pollution: The result of the release into air, water or soil from any process or of any 

substance, which is capable of causing harm to man or other living organisms 
supported by the environment. 

 
Protected Plants: Plant species officially listed under the Threatened or Protected Species 

regulations as well as on the Protected Plants List (each province has such a 
list), and which may not be removed or transported without a permit to do so from 
the relevant provincial authority. 

 
Red Data Species: Plant and animal species officially listed in the Red Data Lists as being rare, 

endangered or threatened. 
 
Rehabilitation: Making the land useful again after a disturbance. It involves the recovery of 

ecosystem functions and processes in a degraded habitat. Rehabilitation does 
not necessarily re-establish the pre-disturbance condition, but does involve 
establishing geological and hydro logically stable landscapes that support the 
natural ecosystem mosaic. 

 
Site: Property or area where the proposed development will take place 
 
 
 

http://en.wikipedia.org/wiki/Estate_in_land
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ACRONYMS 
 
 
DEA&DP: Department of Environmental Affairs and Development Planning 
 
DWS: Department of Water and Sanitation  
 
ECO: Environmental Control Officer 
 
EA: Environmental Authorisation 
 
EIA: Environmental Impact Assessment 
 
EM: Environmental Manager 
 
EMP: Environmental Management Programme 
 
EO: Environmental Officer 
 
ER: Engineer’s Representative 
 
I&AP: Interested and Affected Party 
 
IEM: Integrated Environmental Management 
 
PM: Project Manager 
 
SANS: South African National Standards 
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DEVELOPER’s COMMITMENT 
 
The owner and operator has committed itself to a set of values that include the maintenance of good 
relations and transparent communications with all stakeholders, and the dynamic engagement of the 
larger community.  
 
The owner and operator undertakes to implement suitable management systems for all the areas and 
aspects of this operation. This will ensure that development itself and management of the project will 
comply with legal, technical, environmental and transformation policies and standards.  
 
The owner and operator, in drafting this EMP for implementation, intends to enable continuous 
improvement in legal compliance and the sustainable operation of the site.   
 
This EMP intends to further guide the achievement of the strategic objectives of the organization at the 
project site and seeks to ensure that the basic requirements of ISO 14001: 2004 are satisfactorily met.  
 
The EMP intends to change the way in which the owners, the construction process they have 
commissioned and the contractor plan for and manage resources to achieve sustainability.  
 
The satisfactory implementation of the EMP on site will require both the full support and commitment of 
all personnel.  
 

CHAPTER 1 
 
1.1. Executive Summary 
 
This EMP has been prepared principally in compliance with the requirements of section 24N and 
Section 34 of the National Environmental Management Act 107 of 1998. This document, together with 
the conditions in the Environmental Authorisation, must be adhered to. 
 
The EMP must be included as part of all contract documentation for all contractors in the construction 
phase of the development. 
 
The Author  
 
Enviro-EAP (Pty) Ltd is an independent consulting company and has no interest in any business related 
to the development site, nor will it receive any payment or benefit other than fair remuneration for the 
task undertaken, as required in terms of the NEMA Regulations. 
 
This report has been prepared by Nicolaas Hanekom who is a Registered Environmental Assessment 
Practitioner: 2020/1146 (”EAP”) who holds a Masters Technologiae, Nature Conservation (“Vegetation 
Ecology and Biodiversity Assessment”) degree from the Cape Peninsula University of Technology. 
Nicolaas is registered in terms of section 20(3)(a) of the Natural Scientific Professions Act, 2003 (Act 
27 of 2003), as a Professional Natural Scientist (Ecological Science) Registration Number: 4008274/11. 
He further qualified in Environmental Management Systems ISO 14001:2004, at the Centre for 
Environmental Management, North-West University, as well as Environmental Management Systems 
ISO 14001:2004 Audit: Internal Auditors Course to ISO 19011:2003 level, from the Centre for 
Environmental Management, North-West University qualifying him to execute audits to ISO/SANS 
environmental compliance and EMS standards. 
 
He has also completed the suite of Greener Governance courses with certificates in; 
 

• An Overview of Environmental Management at the Local Government Level, Centre for 
Environmental Management, North-West University; 

• Greener Governance for Local Authorities, Centre for Environmental Management, North-West 
University; 

• Tools for Integrated Environmental Management and Governance, Centre for Environmental 
Management, North-West University. 
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He further attended and obtained a certificate on Integrated Protected Area Planning at the Centre for 
Environmental Development, University of Kwa Zulu Natal and a certificate in Project Management 
(Theory and Practical), through CS Holdings. Nicolaas has lectured in two subjects at the Cape 
Peninsula University of Technology. He has 33 years of environmental planning experience, working 
for Free State and Western Cape departments of environmental affairs, where he reviewed and 
commented on development (EIA) applications, in the West Coast Region.  
 
He has, as practising EAP been responsible for many environmental impact assessments and EIA 
applications, waste license and atmospheric emission license applications.  
 
He has also been involved in the implementation of several environmental management systems. He 
has engaged successfully with various clients as set out below. 
 

1.2. Project Description 
 

This section of the report is included in compliance with Section 24N (2) (c) of the National 
Environmental Management Act 107 of 1998. 
 
The facility will be expanded and the operations consolidated over portions 3 and 4 of farm 188, and 12 
and 13 of Farm Langeberg no.187, Vredenburg by constructing the following two new warehouses: 

• Warehouse of approximately 8 400m2 on portion 3/188 and 13/187. (Portion 3/188 have an existing 
Environmental Authorization. The warehouse building will be expanded over portion 3/188 and 
13/187. Portion 13/187 have Environmental Authorization for the railway line and servitude area.  

• Warehouse of approximately 5 000m2 on portion 13/187. (Portion 13/187 have Environmental 
Authorization for the railway line and servitude area) 

 
Approximately 10ha Saldanha Flats Strandveld will be cleared on portion 13/187 to be used for possible 
open stockpiling.  The existing Provisional Atmospheric Emissions License issued for portions 3/188 
and 4/188 will be expanded to include portions 3/188,4/188,12/187 and 13/187 to ensure a consolidated 
Atmospheric Emissions License over the whole operations.  
 
The consolidated site will be able to store 400 000 tons of Manganese ore, 200 000 tons of iron ore and 
200 000 tons of sands/other ore/coal. The consolidated site will have a throughput of 800 000 tons per 
month. The facility will not store or have a throughput of more than what is currently and already 
authorized and the application is to have a consolidated AEL.   
 

 
 

CHAPTER 2 
 
This section of the report is included in compliance with Section 24N (2) (e) of the National 
Environmental Management Act 107 of 1998. 
 
It deals with issues relating to the implementation of the EMP. 
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2.1 Organizational Structure           
 
The organizational structure identifies and defines the responsibilities and authority of the various 
persons and organizations involved in the project. All instructions and official communications regarding 
environmental matters must follow the organizational structure.   
 
The Environmental Official (EO), to whom the Engineer’s Representative (ER) and/or Environmental 
Control Officer (ECO) must report and interact, must be the responsible client representative.  
 
The EMP must be an agenda item at the monthly site and operations meetings and the responsible 
client representative(s) may attend these meetings in order to provide input with respect to compliance 
with the EMP.   
 

2.2 Responsibilities and Functions of the Environmental Control Officer  
 
The ECO will be responsible for monitoring, reviewing and verifying compliance with the EMP and/or 
EA by all contractors and site management during site visits.  
 
The ECO duties in this regard will include the following: 
 
With the assistance, where necessary of the ER, to ensure all necessary environmental authorizations 
and permits have been obtained and are available and visible on site at the ER offices. 
 

• monitor and verify that the EMP and/or EA is adhered to at all times and by taking action if the 
specifications are not followed; 

• conduct the initial environmental awareness training for construction employees before construction 
commences onsite; 

• monitor and verify that environmental impacts are kept to a minimum; 

• review and approve construction method statements, with input as appropriate from the ER; 

• assist the contractor in finding environmentally responsible solutions to problems; 

• report on the environmental issues at the site meetings and other meetings that may be called 
regarding environmental matters, if requested by ER; 

• inspect the site and surrounding areas regularly with regard to compliance with the EMP and/or EA; 

• monitor the environmental awareness training for all new personnel coming onto site; 

• advise management on the removal of person(s) and/or equipment not complying with the 
specifications, after collaboration with the ER. Recommendations must be recorded by the ER in 
Site Instruction Book. 

• ensure that activities on site comply with known legislation of relevance to the environment; 

• recommend the issuing of penalties via the developer for contraventions of the EMP and/or EA; 

• keep a photographic record of progress on site from an environmental perspective; and 

• Undertake a continual internal review of the EMP and/or EA and submit a report to the developer 
and the responsible DEA&DP Environmental Official as according to EA conditions. 

 
2.3 Agreed Work Plan and Site Visit Schedule of ECO 
 
After initial construction start-up site visit it is recommended that an ECO site visit be conducted once 
a month during construction and annually during operation. 
 
Information recording activity on site, and any guidelines or instructions emanating there from will be 
routinely made available electronically to the developer and applicable contractors and a copy of the 
report must be available at the site office. Clearly matters of urgency or immediate action may be 
channelled appropriately on an urgent basis. 
 

2.4 Site Manager 
 
The site manager will have the following environmental control responsibilities: 
 

• In conjunction with the ECO will present the environmental education programs to all persons 
employed on site. 



Page 8 of 79 
 

• Consult with the ECO, landowner, developer and any contractor to resolve all environmental issues.   

• Issue any instructions from the ECO to the management team via a formal site instruction book or 
appropriate management tool used for the purpose. 

• Take responsibility for the penalty system.  The ECO and developer recommendations must be 
considered when deciding whether or not to impose a penalty.   

• The engineer will, via the ECO actions, be accountable for the overall implementation of the 
Environmental Management Programme. 

• Keep a site diary and complaints register   
 

2.5 Contractors 
 
As part of any tender, the tendering contractor must submit a first draft of a contractor’s programme, to 
the developer which must include the environmental considerations to be followed prior to appointment.   
 
The appointed Contractor’s representative will have the following responsibilities: 
 

• Ensure that all staff is familiar with the Environmental Management Programme, which explains the 
environmental policy for the project.   

• Allow for sufficient time between surveying the exact locations where services will be intended and 
actual construction, for the ECO to facilitate and instruct for the removal of plants, seeds and 
cuttings if necessary. 

• The contractor must keep his personnel fully aware of environmental issues and ensure they show 
adequate consideration to all environmental aspects. 

• Establish environmental signs to be erected on the construction site at locations identified by the 
ECO and approved by the engineer. 

• Be responsible for the cost of the restoration of any damage caused, in environmentally sensitive 
areas, as a result of contractor responsibility regarding negligence.  This must be done in 
accordance with the engineer / ECO’s specifications. 

• Take responsibility and active steps to avoid any increase in the fire hazard. 

• The contractor must take responsibility for implementing all the relevant provisions of the EMP, or 
if he encounters difficulties with the specifications, he must discuss alternative approaches with the 
ECO and engineer prior to proceeding. 

 
Failure to comply with the EMP may result in the application of fines as set out, and any reported non-
compliance may result in the suspension of work or termination of a contract. 
 

2.6. Record keeping of activities, inclusive of recording of non-compliances and 
corrective actions 
 
The ECO or ER must keep a record of all activities relating to environmental matters on site, including:  
 

• method statements received and approved;  

• issues arising on site; 

• cases of non-compliance with the EMP;  

• corrective action taken and penalties issued.  
 
This information will be recorded in an appropriate manner by the ECO or ER in a site diary, registers, 
issues/warning book, etc.   
 

2.7 Compliance with other legislation  
 
It is important that all on site staff are aware of other relevant legislation that may relate to the activities 
taking place on site, especially local authority required compliances. 
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CHAPTER 3 
 
Applicable Legislation, Policy and Environmental Principles 
 

3.1. Applicable Legislation Identified 
 
1. ADVERTISING ON ROADS AND RIBBON DEVELOPMENT ACT, 21 OF 1940 
2. BASIC CONDITIONS OF EMPLOYMENT ACT, 75 OF 1997 
3. COMPENSATION FOR OCCUPATIONAL INJURIES AND DISEASES ACT, 130 OF 1993 
4. CONSERVATION OF AGRICULTURAL RESOURCES ACT, 43 OF 1983  
5. CONSTITUTION OF THE REPUBLIC OF SOUTH AFRICA, 1996 
6. EMPLOYMENT EQUITY ACT, 55 OF 1998 
7. ENVIRONMENT CONSERVATION ACT, 73 OF 1989 
8. ENVIRONMENT CONSERVATION ACT, 73 OF 1989: WESTERN CAPE NOISE CONTROL 

REGULATIONS 
9. FENCING ACT, 31 OF 1963 
10. HAZARDOUS SUBSTANCES ACT, 15 OF 1973 
11. LABOUR RELATIONS ACT, 66 OF 1995 
12. NATIONAL BUILDING REGULATIONS AND BUILDING STANDARDS ACT, 103 OF 1977 
13. NATIONAL ENVIRONMENTAL MANAGEMENT ACT, 107 OF 1998  
14. NATIONAL ENVIRONMENTAL MANAGEMENT: AIR QUALITY ACT, 39 OF 2004 
15. NATIONAL ENVIRONMENTAL MANAGEMENT: BIODIVERSITY ACT, 10 OF 2004 
16. NATIONAL ENVIRONMENTAL MANAGEMENT: WASTE ACT, 59 OF 2008  
17. NATIONAL FORESTS ACT, 84 OF 1998 
18. NATIONAL HEALTH ACT 61 OF 2003  
19. NATIONAL HERITAGE RESOURCES ACT, 25 OF 1999 
20. NATIONAL VELD AND FOREST FIRE ACT, 101 OF 1998 
21. NATIONAL WATER ACT, 36 OF 1998 
22. OCCUPATIONAL HEALTH AND SAFETY ACT, 85 OF 1993 
23. TOBACCO PRODUCTS CONTROL ACT, 83 OF 1993 
24. WATER SERVICES ACT, 108 OF 1997 
 

CHAPTER 4  
 
This section of the report is included in compliance with Section 24N (2) (e) of the National 
Environmental Management Act 107 of 1998. 
 

4.1. Monitoring and Auditing 
 

4.1.1 Introduction 
 
In keeping with current environmental and associated legislation, all environmental management 
procedures and actions must be reviewed and refined on an ongoing basis.  
 
This is in accordance with the dynamic nature of environmental management and allows for the timeous 
identification and mitigation of issues as they come to light.  
 
The process of review and refinement, built into the requirements of the EMP, is known as monitoring 
and auditing. The audit must assessment of the effectiveness of monitoring and management 
arrangements after implementation. 
 

4.1.2. Roles and responsibilities 
 
Efficient implementation of the performance specifications, effective monitoring and auditing, as well as 
clear responsibility and accountability allocation requires that various role-players be defined for the 
construction implementation project.  
 
Depending on the nature and scale of a project, implementing teams could be composed of any number 
of role-players, each with their own specified responsibilities. 
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Therefore, for the purpose of this document, the following role-players are defined, based purely on 
responsibility and accountability allocation. The actual designation of role-players may vary, but the 
responsibilities will largely remain as stated. 
 
4.1.2.1. Developer/landowner or custodian of the land 
The developer/landowner or custodian of the land is the person or organization with decision making 
capacity for the land in question, and thus ultimately accountable for what takes place on that land and 
implementation of the EA and EMP requirements. 
 
4.1.2.2. Contractor 
Contractors are appointed to undertake the works as specified in the contract. It is the responsibility of 
the contractor to do whatever is necessary from their side to ensure that he or an appointed advisor is 
well versed in environmental studies, so that they may accurately and efficiently carry out the 
requirements of the environmental specification. 
 
The contractor is liable for any and all remedial work required in terms of the environmental 
specification, resulting from his environmental negligence, mismanagement and / or non-compliance. 
 
4.1.2.3. Environmental Control Officer 
An environmental control officer will manage and undertake monthly environmental inspections for the 
duration of the construction phase of the project as required. The facility will designate an Environmental 
Officer who will be on site during operations and be supported by the ECO.  
 
The contractors or line management are answerable to the ECO for non-compliance with the 
performance specifications. Issues of non-compliance raised by the ECO/EO must be taken up by the 
project manager and resolved as per the conditions of his contract. 
 
Decisions regarding environmental procedures, specifications and requirements which have a cost 
implication (i.e. those that are deemed to be a variation and not allowed for in the performance 
specification) must be endorsed by the project manager. 
 

4.2. The Monitoring Procedure 
 
Environmental monitoring is the continuous evaluation of the status and condition of environmental 
elements. Its purpose is to detect change that takes place in the environment over time and involves 
the measuring and recording of physical, social and economic variables associated with development 
impacts. 
 
Many techniques for environmental monitoring have been proposed, each detailing a specific protocol. 
Regardless of which technique is used, the ultimate aim is that each environmental management 
specification be checked by means of a system in which a score may be allocated for: 
 

• Full compliance 

• Satisfactory performance 

• Unsatisfactory performance and 

• No action taken 
 
Completed monitoring reports will be submitted to the project engineer, developer/landowner and the 
contractor, who will attend to issues. These reports must be kept on file and be made available upon 
request by any environmental authority requesting such. 
 
All persons employed, the contractor or his sub-contractors, must abide by the requirements of these 
performance specifications as they apply to the works. Any employees, the contractor or his sub-
contractors found to be in breach of any of the environmental specifications, may be ordered to vacate 
the site forthwith and/or be subject to a disciplinary process.  
 
The order may be given orally or in writing by the ECO. Confirmation of an oral order will be given as 
soon as practicable, but lack of confirmation in writing must not be a cause for the offender to remain 
on site or not be subject to a disciplinary process. Supervisory staff, the contractor or his sub-contractor 
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may not direct any person to undertake any activities which would place such person in contravention 
of the EMP, legislation and specifications. 
 
The contractor and staff are deemed not to have complied with the performance specifications if: 
 

• There is evidence of wilful or accidental contravention of any specification included in the 
specification; 

• There is evidence of the contractor carrying out activities not permitted in terms of the EMP, 
contract and / or the specification; 

• There is evidence of environmental negligence and / or mismanagement resulting in negative 
impacts on the environment; 

• Has failed to meet with the requirements of the approved schedule. 
 
The contractor and developer/landowner will be informed via ECO monthly reports, as well as by means 
of direct instruction (if necessary) as to what corrective actions are required in terms of environmental 
compliance.  
 
Disregard for an instruction, and failure to respond adequately to complaints from the public will be 
construed as non-compliance. Non-compliance may lead to parties being penalised. 
 
In more serious cases, the ECO may give notice, and halt operations until such a time that the corrective 
action is taken and the site complies with the performance specifications.  
 
In cases of persistent non-compliance, the contractor or staff may be evicted from site after disciplinary 
process is followed. Only the developer/landowner may issue such instruction, retaining any costs 
required to remedy situations perpetuated by environmental negligence, mismanagement and / or non-
compliance. 
 

4.3. The Auditing Procedure 
Environmental auditing is the process of comparing the impacts predicted with those which have 
actually occurred during implementation. The holder must, for the period during which the 
Environmental Authorisation and EMPr remain valid ensure:  

• that the compliance with the conditions of the Environmental Authorisation and the EMPr is audited; 

• submit an environmental audit report three months after commencement of the construction phase 
to the relevant competent authority;  

• submit an environmental audit report six months after completion of the construction phase to the 
relevant competent authority; and  

• submit an environmental audit report every five (5) years while the Environmental Authorisation 
remains valid.  

 
The environmental audit reports must be prepared by an independent person and must address the 
objectives and contain all the information set out in Appendix 7 of the EIA Regulations, 2014 (as 
amended). In addition to the above, the environmental audit report, must –  
provide verifiable findings, in a structured and systematic manner, on–  
(a) the level of compliance with the conditions of the Environmental Authorisation and the EMPr and 
whether this is sufficient or not; and  
(b) the extent to which the avoidance, management and mitigation measures provided for in the EMPr 
achieve the objectives and outcomes of the EMPr and highlight whether this is sufficient or not;  

• identify and assess any new impacts and risks as a result of undertaking the activity;  

• evaluate the effectiveness of the EMPr;  

• identify shortcomings in the EMPr;  

• identify the need for any changes to the avoidance, management and mitigation measures provided 
for in the EMPr;  

• indicate the date on which the construction work was commenced with and completed or in the 
case where the development is incomplete, the progress of the development and rehabilitation;  

• include a photographic record of the site applicable to the audit; and  

• be informed by the ECO reports.  
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The holder must, within 7 days of the submission of the environmental audit report to the competent 
authority, notify all potential and registered I&APs of the submission and make the report available to 
anyone on request and, where the holder has such a facility, be placed on a publicly accessible website.   
                        

4.4 Compliance Auditing and Monitoring Schedule/s 
 

Construction Phase Submission of Audit Report To 

Monthly ECO compliance monitoring Construction Site Manager 

Annual ECO compliance monitoring Developer and DEA&DP 

Completion of Construction Phase ECO 
compliance monitoring 

Developer and DEA&DP 

Operational Phase Submission of Audit Report To 

Internal annual compliance auditing to be 
conducted by developer 

Developer 

Annual internal audit report to be compiled by 
developer 

Report back to community forum on results of 
internal compliance auditing 

 
4.5 Retentions and Penalties 
 
A system of penalties will be introduced to reinforce environmentally sensitive and prudent behaviour.  
The maximum penalties that will be fined per incident that may be enforced are listed below.  The 
penalty amount will be determined (inter alia) by the severity of the offence. 
 

Non-compliance  R 5 000.00 (ex VAT) per 
non-compliant act, per day 
until compliance is achieved 

Casual Litter on site resulting from operation R250 / offence / day 

Disposal of any litter or construction material in non-specified area or 
by non-compliant means 

R5000 / m3/per day 

Dumping of cement, concrete, fuel or oil in an area or other than that 
authorised and suitable 

R10 000 per offence/day 

Failure to use portable / toilets R100 / observed incident or 
evidence of human 
excrement on site 

 
In addition to the above, all costs incurred by the client/developer to remedy any damage will be the 
responsibility of the offender.  
 
Should the monitoring process reveal acts of persistent and / or wilful non-compliance with the 
environmental performance specifications, then the contractor or staff member will be fined according 
to the specified value of that item. The ECO will issue the fine to the offender on which the value of the 
fine will be prescribed. All penalties will be paid directly to an environmental charity / NGO as identified 
by the ECO.  
 

4.5.1. The retention system 
 

For this system, a percentage value for each of the sections priced for in the environmental bill of 
quantities is retained until the full completion of the contract works.  
 
If the monitoring process reveals persistent and/or wilful non-compliance with any aspect of the 
environmental performance specifications, then the full retention associated with that particular item will 
be withheld. 
 
The project may then apply these retained funds to rectify the problem on site possibly making use of 
other or alternate resources at his disposal. 
 
At the end of the contract or action, all remaining environmental retention amounts will be paid out to 
the contractor or staff pending approval by the ECO, after having confirmed full compliance with the 
relevant performance and rehabilitation specifications. 
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4.5.2. Penalty System 
 
A system of penalties will be introduced to reinforce environmentally sensitive and prudent behaviour.  
The maximum penalties that will be fined per incident that may be enforced are listed below.  The 
penalty amount will be determined (inter alia) by the severity of the offence. 
 

Non-compliance  R 5 000.00 (ex VAT) per 
non-compliant act, per 
day until compliance is 
achieved 

Casual Litter on site resulting from operation R250 / offence / day 

Disposal of any litter or construction material in non-specified area or 
by non-compliant means 

R5000 / m3/per day 

Dumping of cement, concrete, fuel or oil in an area or other than that 
authorised and suitable 

R10 000 per offence/day 

Failure to use portable / toilets R100 / observed incident 
or evidence of human 
excrement on site 

 
In addition to the above, all costs incurred by the client/developer to remedy any damage will be the 
responsibility of the offender.  
 
Should the monitoring process reveal acts of persistent and / or wilful non-compliance with the 
environmental performance specifications, then the contractor or staff member will be fined according 
to the specified value of that item. The ECO will issue the fine to the offender on which the value of the 
fine will be prescribed. All penalties will be paid directly to an environmental charity / NGO as identified 
by the ECO.  
 

4.6. Method Statements 
 
Contractors must provide written statements if requested by the ECO on environmentally sensitive 
aspects of the contract.  Environmentally sensitive aspects include by example excavations, work close 
to sensitive areas, collection and storage of top soil and vegetation, erosion control, wash water control, 
waste control, etc.   
 
Methods Statement (MS) Content   
 
Examples of sensitive aspects that may require method statements will be requested by the ECO.  It is 
important to note that the ECO may request further methods specification, if it be deemed necessary in 
his view. 
 

• MS to specify the construction.    

• MS to indicate the timing and sequence of events to follow in sensitive areas to give sufficient time 
for the ECO to survey these areas and remove plants. 

 
The Method Statement must include a site plan, preparatory steps, materials, and supervision details.   
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Example of Environmental Method Statement Form: 
 
METHOD STATEMENT 
 
CONTRACT:…………………..………………………………... DATE:……………….. 
 
PROPOSED ACTIVITY (give title of method statement and reference number from the EMP): 

 
WHAT WORK IS TO BE UNDERTAKEN (give a brief description of the works): 

 
WHERE ARE THE WORKS TO BE UNDERTAKEN (where possible, provide an annotated plan and a 
full description of the extent of the works): 

 
START AND END DATE OF THE WORKS FOR WHICH THE METHOD STATEMENT IS REQUIRED: 

 
HOW ARE THE WORKS TO BE UNDERTAKEN (provide as much detail as possible, including 
annotated maps and plans where possible): 
 

Note:  please attach extra pages if more space is required 
 
 
 
 

Start Date: End Date: 
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DECLARATIONS 
 
 
1) ENVIRONMENTAL SITE OFFICER/ ENGINEERS REPRESENTATIVE [select correct term] 
 
The work described in this method statement, if carried out according to the methodology described, is 
satisfactorily mitigated to prevent avoidable environmental harm: 
 
 
 
 
____________________  ____________________ 
(signed)    (print name) 
 
 
Dated: ____________________ 
 
 
 
 
 
2) PERSON UNDERTAKING THE WORKS 
 
 
I understand the contents of this method statement and the scope of the works required of me. I further 
understand that this method statement may be amended on application to other signatories and that 
the ECO / EO and ER will audit my compliance with the contents of this method statement 
 
 
 
 
____________________  ____________________ 
(signed)    (print name) 
 
 
Dated: ____________________ 
 
 
 
 
 
3) APPROVING AUTHORITY (Engineer) 
 
The works described in this method statement are approved. 
 
 
 
 
___________________  ___________________ _________________ 
(signed)    (print name)    (designation) 
 
 
Dated: ____________________ 
  



Page 16 of 79 
 

CHAPTER 5 
 
This section of the report is included in compliance with Section 24N (2) (e) of the National 
Environmental Management Act 107 of 1998.  

 
5.1. Good Housekeeping 
 
The developer/landowner will ensure the maintenance of “good housekeeping” practices during 
operations.  
 
This will help avoid several disputes regarding responsibility and will allow for the smooth running of the 
operation as a whole.  
 
Good housekeeping extends beyond the environmentally sensitive construction methods to include the 
care for and preservation of the surrounding environment. 

 
5.2 Record Keeping 
 
The developer/landowner will ensure that a filing system, identifying all documentation related to the 
EMP, is established. 
 
A list of reports likely to be generated during the project is set out below.  
 
All applicable documentation must be included in the environmental filing system catalogue or 
document retrieval index. 
 

• Approved EMP, authorizations, licenses or permits; 

• Final design documents and diagrams issued; 

• All communications detailing changes of design/scope that may have environmental implications; 

• Daily, weekly and monthly site monitoring reports; 

• Complaints register; 

• Environmental training manual; 

• Environmental training attendance registers; 

• Incident and accident reports; 

• Emergency preparedness and response plans; 

• Copies of all relevant environmental legislation; 

• Permits and legal documents as part of emergency preparedness teams e.g. fire teams, etc.; 

• Crisis communication manual; 

• Disciplinary procedures; 

• Monthly site meeting minutes during construction; 

• All relevant permits; 

• All method statements for all phases of the project. 

 
5.3 Document Control 
 
The developer/landowner will be responsible for establishing a procedure for document control.  
 
The document control procedure must comply with the following requirements: 
 
Documents must be identifiable by organisation, division, function, activity and contact person; 
Every document must identify the person and their positions, responsible for drafting and compiling the 
document, for reviewing and recommending approval, and final approval of the document for 
distribution; 
 
All documents must be dated, provided with a version number and reference number, filed 
systematically, and retained for a specified period. 
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The owner will ensure that documents are periodically reviewed and revised where necessary, and that 
current versions are available at all locations where operations essential to the functioning of the EMP 
are performed. All documents will be made available to the external auditor. 
 

5.4 Reporting Requirements 
 
All advice and recommendations made by the ECO must with the project engineer/engineers 
compliance be recorded on site in the site instruction book/ suitable register for his attention.  
 
All hazardous spills will need to be documented and reported to DWS and other relevant authorities. 
 
The applicant must ensure that "Any emergency incident, originating at the facility, which falls within the 
definition of section 30(1) of the National Environmental Management Act (NEMA), Act 107 of 1998, 
must be dealt with by the facility in accordance with Section 30 of NEMA". In the event of any incident 
the facility must ensure containment by the responsible person and report the incident to the West 
Coast District Municipality, Saldanha Bay Municipality and DEA&DP. 

 
CHAPTER 6 

 
6.1. Public Communication Protocols 

 
This section of the report is included in compliance with Section 24N (2) (e) of the National 
Environmental Management Act 107 of 1998.  
 
The developer/landowner must be responsible for regulating public access to information and 
compliance reporting.  
 
The developer/landowner must respond to third party or public queries and complaints.   
 
The developer/landowner must also be responsible for maintaining the compliance register to record 
complaints received and action taken.   
  

CHAPTER 7   
 

This section of the report is included in compliance with Section 24 N 2 (d - g) and 3 (a - b) of the 
National Environmental Management Act 107 of 1998.  

 
Specialist Recommendations to be adhered to before and During Commencement of 
Construction, Operational and Decommissioning Phases 

 
Geohydrology Assessment 
The geohydrological environment at Saldanha BDOT2 can be summarised as follows: 

• Saldanha BDOT2 is underlain by Tertiary and quaternary sedimentary geological formations. 

• The effective recharge in the area is estimated to be between 6 and 8% of the MAP. 

• The static water level depth of groundwater in the site vicinity is between 3 and 4 mbs. 

• No borehole occurs on site and no groundwater use is envisaged for the near future. 

• The project area achieved a vulnerability score of 6 and the underlying aquifer can therefore be 
regarded as having a medium to low vulnerability. 

• The Groundwater Quality Management Classification for the Saldanha BDOT2 aquifer calculates 
to 2, which indicates a low level of protection required. 

• Impacts on the groundwater quality are expected to be insignificant due to the following: 
o The product (source) to be stored on the site is inert and will have very little (if any) effect on 

the quality of groundwater. 
o It will be stored inside a paved and covered facility so that virtually no leachate or seepage 

will be possible 
o The natural ambient groundwater quality is poor (highly saline) and unsuitable for domestic 

use or even livestock consumption. 
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o The groundwater transport and flux rate (pathway) in the aquifer is very low and any 
contamination that occur to the groundwater, however unlikely, will be contained in the 
immediate vicinity of the site. 

o There are no users (receptor) in the nearby vicinity dependent upon groundwater. 
 
Management and monitoring actions were proposed to help limit any possible effects Saldanha 
DBOT might have on the groundwater quality: 

• Any runoff from the terminal should be contained and prevented from flowing away from site. 
 

• Stormwater and rainwater from the roofed facility should be captured and contained on site for 
reuse. 

• At least one downstream monitoring borehole is recommended as an early detection system for 
poor quality leachate/seepage/spills from the site.  

 
This section of the report is included in compliance with Section 24 N 2 (d - g) and 3 (a - b) of the 
National Environmental Management Act, 107 of 1998.  
 
Goal for Planning and Design  
 
Overall Goal for Planning and Design: Undertake the planning and design phase of the development 
in a way that: 

• Ensures that the design of the development responds to the identified environmental constraints 
and opportunities.  

• Ensures that pre-construction activities are undertaken in accordance with all relevant legislative 
requirements.  

• Ensures that adequate regard has been taken of any landowner concerns and that these are 
appropriately addressed through design and planning (where appropriate).  

• Ensures that the best environmental options are selected for the project.  

• Enables the development construction activities to be undertaken without significant disruption to 
other land uses in the area.  

• In order to meet this goal, the following objectives have been identified, together with necessary 
actions and monitoring requirements.  

 
OBJECTIVE PD1: PRE-CONDITIONS 
 
The following pre-conditions must be fully met before any construction activities may commence. 
 
A site meeting between the contractors and the representatives of the developer must take place at 
least 5 days prior to commencement of construction work to: 

• Demarcate micro construction sites, services routes, access routes, working boundaries and no-go 
areas; 

• Discuss methods of stockpiling (vegetation, topsoil, sub-soil, shell-grit, etc); 

• Check required toilets and fire-fighting facilities to be in place; 

• Discuss and agree restricted access to construction site; 

• Sign the Declaration of Understanding (Contractors); 

• Discuss and agree communication channels including contact details; 

• Discuss and agree areas of responsibility; 

• Discuss and agree the demarcation and control of construction and building sites.  

• Minutes of this site meeting must be kept, and are to be distributed to all parties. 
    
The no-go area must be verified by the ECO prior to commencement of construction. Construction may 
only take place within the boundaries of the site as the river is directly adjacent to the boundary of the 
site.  
 
The following equipment must be on every micro or sub site before any construction work is due to 
start: 

• Sufficient and suitable chemical toilet facilities. 

• Sufficient refuse bins, which are weather and wind proof, with proper lids. 

• 1 x type ABC (all purpose) 12.5 kg fire extinguisher 
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This will be monitored by the ECO during site visits and recorded, reported and proof included in the 
audit report to be submitted once construction is completed.  
 
As the Western Cape is a Water stressed province the use of municipal water for construction and 
operation must as far as reasonably practicable is to be done in accordance with Circular C1 of 2018: 
Water Crisis Response Guidelines for the Western Cape. 
 
OBJECTIVE PD2: LAYOUT PLAN CONTROLS 
 
The contractor must ensure that a copy of the signed approved layout plan is available at the office on 
site at all times for inspection by the developer or his representative(s).  Any variation to the approved 
layout plan must be submitted to the developer for signed approval and may only be implemented once 
the approved variation is available to the contractor and available on site at the office. The variation of 
changes to the layout must be approved by the competent authority as per the EA conditions.   
 
This will be monitored by the ECO during site visits and recorded, reported and proof included in the 
audit report to be submitted once construction is completed.  
 
OBJECTIVE PD3: ADVERTISING 
 
The contractors may place no advertising material on the property unless prior formal written permission 
has been obtained from the landowner.   
 
This will be monitored by the ECO during site visits and recorded, reported and proof included in the 
audit report to be submitted once construction is completed.  
 
OBJECTIVE PD4: METHOD STATEMENTS 
 
To ensure all construction activities are undertaken with the appropriate level of environmental 
awareness to minimise environmental risk, in line with the specifications of the EMPr.   
  
The environmental specifications are required to be underpinned by a series of Method Statements, 
within which the contractors and service providers are required to outline how any identified 
environmental risks will practically be mitigated and managed for the duration of the contract, and how 
specifications within this EMPr will be met. That is, the contractor will be required to describe how 
specified requirements will be achieved through the submission of written method statements to the site 
manager.   
  
A method statement is defined as “a written submission by the contractor in response to the 
environmental specification or a request by the site manager, setting out the plant, materials, labour 
and method the contractor proposes using to conduct an activity, in such detail that the site manager is 
able to assess whether the contractor's proposal is in accordance with the specifications and/or will 
produce results in accordance with the specifications”.   
  
The method statement must cover applicable details with regard to:   

• Details of the responsible person/s   

• Construction procedures   

• Materials and equipment to be used   

• Getting the equipment to and from site   

• How the equipment/material will be moved while on-site   

• How and where material will be stored 
 
The containment (or action to be taken if containment is not possible) of leaks or spills of any liquid or 
material that may occur:  

• Timing and location of activities   

• Compliance/non-compliance with the specifications   

• Any other information deemed necessary by the site manager   
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Method statements must be compiled for all activities which affect any aspect of the environment and 
should be applied consistently to all activities.   
  
Specific areas to be addressed in the method statement pre, during and post construction may include:   
  
General Administration:  

• Designation of access road and protocol to be followed whilst the road is in use;  

• Site establishment (which explains all activities from induction training to offloading, construction 
sequence for site establishment and the different amenities and to be established etc. Including a 
site camp plan indicating all of these). Preparation of the site (i.e. clearing vegetation, compacting 
soils and removing existing infrastructure and waste).   

  
Soil Management:  

• Soil management/stockpiling and erosion control.   

• Excavations and backfilling procedure.   
  
Water Management:  

• Stipulate norms and standards for water supply and usage (i.e.: comply strictly to licence and 
legislation requirements and restrictions)   

• Stipulate the storm water management procedures recommended in the storm water management 
method statement.   

• Ablution facilities (placement, maintenance, management and servicing)   
  
Solid Waste Management:   

• Description of the waste storage facilities (on site and accumulative).   

• Placement of waste stored (on site and accumulative).   

• Management and collection of waste process.   

• Recycle, re-use and removal process and procedure.   
 
Liquid Waste Management:   

• The design, establish, maintain and operate suitable pollution control facilities necessary to prevent 
discharge of water containing polluting matter or visible suspended materials into rivers, streams 
or existing drainage systems.   

• Should grey water (i.e. water from basins, showers, baths, kitchen sinks etc.) need to be disposed 
of, link into an existing facility where possible. Where no facilities are available, grey water runoff 
must be controlled to ensure there is no seepage into wetlands or natural watercourses.   

  
Dust and Noise Pollution:   

• Describe necessary measures to ensure that noise from construction activities is maintained within 
lawfully acceptable levels.   

• Procedure to control dust at all times on the site, access roads, borrow pits and spoil sites (dust 
control shall be sufficient so as not to have significant impacts in terms of the biophysical and social 
environments). These impacts include visual pollution, decreased safety due to reduced visibility, 
negative effects on human health and the ecology due to dust particle accumulation.   

  
Hazardous Substance Storage:  

• Ensure compliance with all national, regional and local legislation with regard to the storage of oils, 
fuels, lubricants, solvents, wood treatments, bitumen, cement, pesticides and any other harmful 
and hazardous substances and materials (South African National Standards apply.   

• Lists of all potentially hazardous substances to be used. Appropriate handling, storage and disposal 
procedures.   

• Prevention protocol of accidental contamination of soil at storage and handling areas. All storage 
areas, (i.e.: for harmful substances appropriately bunded with a suitable collection point for 
accidental spills must be implemented and drip trays underneath dispensing mechanisms including 
leaking engines/machinery).   

  
Fire Prevention and Management:  

• Fire management protocols and procedures to be put in place in accordance with relevant 
legislature.  
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Environmental Reporting:   

• Incident and accident reporting protocol and procedures to be put in place on site in accordance 
with relevant legislature.  

  
The contractor may not commence the activity covered by the method statement until it has been 
approved by the site manager, except in the case of emergency activities and then only with the consent 
of the site manager. Approval of the method statement will not absolve the contractor from their 
obligations or responsibilities in terms of their contract.   
  
Failure to submit a method statement may result in suspension of the activity concerned until such time 
as a method statement has been submitted and approved.   
  
This will be monitored by the ECO during site visits and recorded, reported and proof included in the 
audit report to be submitted once construction is completed. 
 
OBJECTIVE PD5: ENSURE EFFECTIVE COMMUNICATION MECHANISMS WITH THE VARIOUS 
STAKEHOLDERS  
 
On-going communication with affected and surrounding landowners and key departments is important 
to maintain during the construction and operational phases of the development. Any issues and 
concerns raised should be addressed as far as possible in as short a timeframe as possible.  
 

Project Component/s Whole development 

Potential Impact  Impacts on affected and surrounding landowners and land uses. 

Activities/Risk  
Sources 

Activities associated with facility construction;  
Activities associated with facility operation. 

Mitigation:  
Target/Objective  

Effective communication with affected and surrounding landowners; 
Addressing of any issues and concerns raised as far as possible in as 
short a timeframe as possible.  

 

Mitigation: Action/Control  Responsibility Timeframe 

Compile and implement a grievance mechanism 
procedure for the public to be implemented during both 
the construction and operational phases of the facility. 
This procedure should include details of the contact 
person who will be receiving issues raised by interested 
and affected parties, and the process that will be followed 
to address issues. 

Developer Pre-construction, 
construction and 
operational phase 

Performance indicator Effective communication procedures in place. 

Monitoring An incident must be reported in the site book and monitored by the 
ECO. 

 

CONSTRUCTION PHASE 
CIVIL CONTRACTOR 

 
Goal for Construction Phase  
 
Overall Goal for Construction:  
Undertake the construction the development infrastructure in a way that: 

• ensures that construction activities are properly managed in respect of environmental aspects and 
impacts;  

• enables construction activities to be undertaken without significant disruption to other land uses in 
the area, in particular concerning noise impacts, dust, farming practices, traffic and road use, and 
effects on local residents;  

• minimises the impact on the surrounding area;  

• minimises impacts on avifauna and other fauna using the site; and  

• minimises the impact on the heritage and historical value of the site 

• minimise possible health impacts.  
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Objectives  
In order to meet this goal, the following objectives have been identified, together with the necessary 
actions and monitoring requirements.  
 
OBJECTIVE C1: WORKING HOURS 
 

Civil & Construction Sites 

Mondays to Fridays 06h00 – 19h00 

Saturdays &  Public Holidays  06h00 – 17h00 

 

Project Component/s Development site; 

Potential Impact  Surrounding landowners and residents are exposed to noise generated 
from the development site.  

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation.  

Mitigation:  
Target/Objective  

Effective communication with affected and surrounding landowners;  
Addressing of any issues and concerns raised as far as possible in as 
short a timeframe as possible. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Contractors may only be present on the site during the 
public time hours. 

Developer and 
contractor. 

Construction and 
operational phase. 

 

Performance indicator Effective communication and procedures in place. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C2: SAFETY 
 

Project Component/s Development site; 

Potential Impact  Safety of surrounding landowners and residents; 
Safety of personnel working on site. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 

Mitigation:  
Target/Objective  

To protect all involved from incidents and injury. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Telephone numbers of emergency services, including the 
local fire-fighting services, must be posted conspicuously 
in the contractor’s office and near the telephone.  No 
firearms are permitted on the construction site, other than 
those authorised by the developer for the property 
security service provider if needed. Notices should be 
displayed at all public entrances to the property, warning 
visitors that they are entering a construction site.  

Contractor Construction and 
operational phase 

 

Performance indicator Effective communication and procedures in place. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C3: SPEED LIMIT 
 

Project Component/s Development site. 

Potential Impact  Speeding motorists and construction vehicles could injure personnel, 
members of the public or cause damage to property/infrastructure. 
Dust. 
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Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation; 
Dust may be generated as a result of speeding vehicles on the 
development site. 

Mitigation:  
Target/Objective  

To protect all involved from incidents and injury. 
Regular maintenance of access roads and low speed limits must be 
undertaken to minimize dust pollution. 

 

Mitigation: Action/Control  Responsibility Timeframe 

For security and safety reasons the speed limit on the 
property for all contractors’ vehicles is 30 km per hour.  
The contractor is responsible for ensuring that all his 
employees, sub-contractors and delivery vehicles adhere 
to this rule.  
 
Dust control must be implemented to ensure that dust 
does not become a nuisance to the public during 
construction activities. 

Contractor Construction and 
operational phase 

 

Performance indicator Effective communication and procedures in place. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C4: CONTRACTOR’S CAMP 
 

Project Component/s Development site; 

Potential Impact  Degradation of the natural environment inside/outside of the 
development area. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 

Mitigation:  
Target/Objective  

To protect and mitigate impacts on the environment. 

 

Mitigation: Action/Control  Responsibility Timeframe 

The contractor’s camp will be indicated by and to 
landowner management and the ECO on the site. The 
final location of the contractor’s camp will be authorized 
by the ECO and landowner.  

Developer / 
Contractor 

Construction 
phase 

 

Performance indicator ECO in conjunction with the landowner will approve construction 
camp area. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C5: DELIVERIES TO CONTRACTORS 
 

Project Component/s Access roads. 

Potential Impact  Increased traffic, congestion and noise for surrounding landowners / 
residents and other road users. Impact on the natural environment. 

Activities/Risk  
Sources 

Activities associated with site construction;  
Activities associated with site operation. 

Mitigation:  
Target/Objective  

To protect and mitigate impacts on the environment, surrounding land 
uses, landowners, and personnel working on site. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Contractors will at all times be responsible for compliance 
by their delivery service providers as engaged.  Delivery 

Contractor Construction 
phase 
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times will be limited to working times as defined in this 
document.   
 
Contractors have the responsibility of advising the 
property security staff of deliveries expected and to be 
executed.  Contractors must further ensure that drivers of 
service providers are informed of all procedures and 
restrictions e.g. which access road to use, speed limits, 
no-go areas, demarcated construction areas, and 
maximum allowed vehicle mass etc., as applicable before 
their first visit to site.  Washing of service provider delivery 
vehicles and equipment will not be allowed on the 
property and must be carried out elsewhere.   
 
Vehicle Access: 
All vehicles must be regularly inspected for leaks. Re-
fuelling must take place on a sealed surface area to 
prevent ingress of hydrocarbons into the topsoil;  
 
In the event of a vehicle breakdown, maintenance of 
vehicles must take place with care and the recollection of 
spillage should be practiced near the surface area to 
prevent ingress of hydrocarbons into topsoil and 
subsequent habitat loss; and  
All spills should they occur, should be immediately 
cleaned up and treated accordingly.  

 

Performance indicator Site is secure and there is no unauthorised entry. 
No members of the public/ landowners injured.  

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C6: ROADS 

Project Component/s Access roads. 

Potential Impact  Increased traffic/congestion. Construction vehicles pose a potential risk 
to other road uses and the natural environment if they do not use 
designated routes. 

Activities/Risk  
Sources 

Activities associated with facility construction, receiving of goods by 
road. 

Mitigation:  
Target/Objective  

Designation of specific routes for construction vehicles to reduce 
impact on the environment and other road users. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Only existing access routes to the property will be used 
during construction work, so as to control the movement 
of construction vehicles.  The contractor shall ensure that 
access to construction sites and associated infrastructure 
and equipment is designated off-limits to the public at all 
times during construction.  Traffic safety measures shall 
be considered in determining entry or exit points to public 
roads.   

Contractor Construction 
phase 

 

Performance indicator To minimise the impacts on road users and the environment. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 
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OBJECTIVE C7: ALIEN/INVASIVE PLANTS 
 

Project Component/s Development site. 

Potential Impact  Alien/invasive plant species are allowed to spread into surrounding 
natural/indigenous vegetation areas. 

Activities/Risk  
Sources 

Activities associated with facility construction;  
Activities associated with facility operation.  

Mitigation:  
Target/Objective  

To protect and mitigate impacts on the environment. 
In terms of the Conservation of Agricultural Resources Act, 1983 (Act 
No. 43 of 1983) (“CARA”) landowners must prevent the spread of alien 
invasive plants on the property. 
in terms of the Alien and Invasive Species Regulations, NEM: 
BA6,2014, specific alien plant species (e.g. Acacia cyclops) are either 
prohibited or listed as requiring a permit; aside from restricted activities 
concerning, inter alia, their spread, and should be removed.  

 

Mitigation: Action/Control  Responsibility Timeframe 

A contractor appointed by the developer and engineer 
must be tasked to ensure that all weeds and 
alien/invasive species are removed as instructed and 
approved by the ECO.  No on-site burying, dumping or 
stockpiling of any weeds and aliens or invasive species 
must occur.  Such should be removed from the site to a 
suitable dumping site from which seed cannot escape.  
Proliferation of alien and invasive species is expected 
within any disturbed areas. Whilst not considered severe 
at this time, the vegetation component within the 
freshwater environment is already transformed to an 
extent as a result of alien plant invasion; therefore, these 
species should be eradicated and controlled to prevent 
their spread beyond the project footprint. Alien plant seed 
dispersal within the top layers of the soil within footprint 
areas, that will have an impact on future rehabilitation, has 
to be controlled;  
 
Removal of the alien and weed species encountered 
within the freshwater resources must take place in order 
to comply with existing legislation (amendments to the 
regulations under the Conservation of Agricultural 
Resources Act, 1983 and Section 28 of the National 
Environmental Management Act, 1998). Removal of 
species should take place throughout the construction, 
operational, and maintenance phases.  
 
Species specific and area specific eradication 
recommendations:  
Care should be taken with the choice of herbicide to 
ensure that no additional impact and loss of indigenous 
plant species occurs due to the herbicide used;  
 
Footprint areas should be kept as small as possible when 
removing alien plant species; and  
 
No vehicles should be allowed to drive through 
designated sensitive wetland areas during the eradication 
of alien and weed species.  

Contractor Construction 
phase 

 

Performance indicator All possible introduction and spreading of alien invasive plant species 
are controlled. 
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Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C8: ARCHAEOLOGY AND PALAEONTOLOGY MANAGEMENT 
 

Project Component/s Development site; 

Potential Impact  The loss of cultural or heritage resources. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 

Mitigation:  
Target/Objective  

To protect and mitigate the potential loss of cultural and heritage 
resources. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Should any heritage or fossil remains be exposed during 
any excavation or related activities, these must 
immediately be reported to the provincial heritage 
resource authority of the Western Cape, Heritage 
Western Cape (in terms of the National Heritage 
Resources Act, 1999 (Act No.25 of 1999) via the ECO.  
 
Heritage remains uncovered or disturbed during 
earthworks must not be disturbed until inspection and 
verified by the professional.  
Graves located within the proposed development area 
must be clearly demarcated prior to commencement of 
any clearing or ground-breaking activities. 
Inform the Environment and Heritage Section of Saldanha 
Bay Municipality of any archaeological or paleontological 
finds for our records 

Contractor Construction 
phase 

 

Performance indicator Protection of heritage resources 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C8: ANTI-EROSION MEASURES (STORMWATER MANAGEMENT) 
 

Project Component/s Development site; 
Storm water channels; 
Access roads. 

Potential Impact  Wind/water erosion as a result of construction/operation activities.  

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation.  

Mitigation:  
Target/Objective  

Reduce the impact of erosion by implementing anti-erosion measures. 

 

Mitigation: Action/Control  Responsibility Timeframe 

The contractor must take all appropriate and active 
measures to prevent erosion, especially wind and water 
erosion, resulting from operations and activities, 
specifically of storm water control measures to the 
satisfaction of the ECO/ER.  During construction the 
contractor must protect areas susceptible to wind and 
water erosion, by installing all the necessary temporary 
and permanent works.  Measures can include brush 
packing, anchovy net stabilisation, etc.  Where required 
erosion protection measures must be installed.  Aspects 
normally covered in construction contracts in terms of 

Contractor Construction and 
operational phase 
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protection of works are standard and are not to be 
confused with those under environmental legislation.    
  
Development footprint must be minimised to ensure 
minimal disturbance. All areas disturbed during 
construction must be immediately rehabilitated and 
stabilised.  
 
Create single access points to all construction sites to 
restrict trampling and erosion. 
 
The storm water channels must be properly established 
and cleared of litter.   

 

Performance indicator All possible erosion impacts are controlled and rehabilitated. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C9: CONSTRUCTION MATERIAL 
 

Project Component/s Development site; 

Potential Impact  Aesthetically displeasing or causing a nuisance to surrounding 
landowners/residents. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 

Mitigation:  
Target/Objective  

Reduce the visual impact or nuisance to the surrounding 
landowners/residents. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Construction material will be stored at the contractor’s 
camp, as well as on the construction site within the 
demarcated working areas at each construction point.  
Special permission may be obtained from the ECO/ER to 
store material on suitable substitute or ancillary locations 
should the need arise, and as communicated by the 
project engineer.   
 
Rehabilitation  
Construction rubble must be collected and disposed of at 
a suitable landfill site; and  
 
All alien vegetation in the footprint area as well as 
immediate vicinity of the proposed development should 
be removed. 

Contractor Construction 
phase 

 

Performance indicator To minimise the impact on the surrounding land users.  

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C10: FIRES 
 

Project Component/s Development site; 

Potential Impact  Uncontrolled fire on/off site, resulting in damage to the environment, 
property, injuries/death to personnel on site, or injuries/death to the 
public. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 
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Mitigation:  
Target/Objective  

To protect and mitigate the safety of people, property, and the 
environment on and off site. 

 

Mitigation: Action/Control  Responsibility Timeframe 

No open fires will be allowed on site and adequate 
firefighting equipment should be available on site in good 
working order at all times as prescribed by the fire 
management protocols.     

Contractor Construction 
phase 

 

Performance indicator No fire occurred to damage the surrounding environment and land 
uses and management actions are in place should a fire occur.  

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C11: HERBICIDES, PESTICIDES AND FERTILIZERS 
 

Project Component/s Development site; 
Adjacent property/land. 

Potential Impact  Adjacent land/property or natural environments contaminated by the 
application of herbicides, fertilizers and pesticides. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 

Mitigation:  
Target/Objective  

To protect and mitigate impacts on the environment and surrounding land 
users. 

Mitigation: Action/Control  Responsibility Timeframe 

The contractor must make sure of, and allow, all legal 
requirements regarding herbicide application procedures.  
It is vital that the contractor becomes familiar with all the 
information detailed on every herbicide label before using 
it.  The instructions on the label must be strictly followed 
throughout. The contractor must take all necessary 
precautions to prevent overspray of herbicides outside of 
the demarcated construction areas and onto natural veld. 
All personnel working with any herbicide, pesticide or 
fertilizer must be registered and comply with the 
requirements set in these registrations. The contractor 
must put a system in place to control the use of herbicides 
and pesticides. All equipment associated to herbicides and 
pesticides must be maintained in accordance to the set 
standards. The disposal of all redundant and empty 
containers of herbicides and pesticides must be controlled 
and disposed of at a waste management facility licensed 
under the National Environmental Management: Waste 
Act.   

Contractor Construction phase 

 

Performance indicator Herbicide, pesticides and fertilizer use is controlled to prevent 
impacts on the environment and surrounded land uses.  

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 
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OBJECTIVE C12: AN EFFECTIVE MONITORING SYSTEM TO DETECT ANY LEAKAGE OR 
SPILLAGE OF ALL HAZARDOUS SUBSTANCES DURING THEIR TRANSPORT, HANDLING 
USAGE AND STORAGE. THIS MUST INCLUDE PRECAUTIONARY MEASURES TO LIMIT THE 
POSSIBILITY OF OIL AND OTHER TOXIC LIQUIDS FROM ENTERING THE SOIL OR STORM 
WATER SYSTEMS. 
 

Project Component/s Development site. 

Potential Impact  Contamination of soil, storm water and ground water resources by 
hazardous substances.  

Activities/Risk  
Sources 

Activities associated with site construction;  
Activities associated with site operation. 

Mitigation:  
Target/Objective  

Prevention and mitigation of the environment contaminated as a result 
of exposure to hazardous substances. 

 

Mitigation: Action/Control  Responsibility Timeframe 

The EA holder, Landowner, Site Environmental Officer 
and Environmental Control officer will do daily, weekly 
and monthly inspections and report and monitor 
compliance with the management actions included in the 
EMPr and EA conditions. These monitoring and reporting 
requirements are recorded in several sections of the 
EMPr. Monitoring will focus on signs of spillages and 
procedures during handling and storage of dangerous 
goods as described in the EMPr. The section on storage 
and handling of dangerous goods in the EMPr will be 
enforced. Work within site boundaries with no 
construction activities outside the boundary of the 
proposed development.  
 
During the construction phase of the project, the impact 
on the no go areas should be kept to a minimum.  
 
After the construction phase, any impacted areas outside 
the development area should be rehabilitated.  

Contractor Construction 
phase 

 

Performance indicator Impacts on hydrological features minimized and mitigated  

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C13: DIESEL FUEL AND LUBRICANT HANDLING PROGRAMME 
 

Project Component/s Development site; 

Potential Impact  Contamination of soil, storm and ground water resources as a result of 
an oil/diesel/lubricant spill/leak. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation. 

Mitigation:  
Target/Objective  

To protect and mitigate impacts of contaminants on the environment 
and hydrological features. 

 

Mitigation: Action/Control  Responsibility Timeframe 

Servicing of construction vehicles and machinery to take 
place of site.  All vehicles must be in a good condition with 
no leakages leading to possible contamination of soil or 
water supplies. The following conditions related to the 
temporary fuel tanks must be implemented: 
 
The fuel tanks must be designed and installed in 
accordance with relevant Oil Industry standards and 

Contractor Construction 
phase 
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SANS codes where applicable for the aboveground 
storage tanks. The tanks must be located within a bund 
(110 % of the tanks capacity) in order to contain potential 
spills.   
 
During fuel tanker delivery, the tanker driver must be 
present at all times during product offloading.  Should an 
incident occur the supply vehicle emergency cut-off 
switch must be activated to immediately stop fuel delivery.  
Flexible hoses with dry-break couplings and emergency 
isolation must be used. All spillage incidences and actions 
taken consequent thereto must be reported to the ECO 
and recorded in the site register. 
 
All fuel and flammable liquids should be stored under 
secure and fenced conditions and in a bunded site with 
the volume of the bunding capable of holding 110% of the 
liquid. 
 
The applicant must ensure that effective stock inventory 
monitoring and regular auditing take place for the early 
identification of possible leaks.   
The requirements of the Occupational Health and Safety 
Act, 1993 (Act No. 85 of 1993), must be adhered to. Within 
three months of the tanks ceasing to be used the tanks 
must be removed at the expense of the applicant, and the 
site, including all associated infrastructure must be 
rehabilitated to the satisfaction of the relevant authority.   
 
Refuelling: 
Refuelling of equipment must be conducted from the 
bunded fuel tank and pump at the contractor’s camp. Fuel 
tanks must be bunded and supplied with a concrete 
apron.  The concreted refuelling apron will be constructed 
with a drain along its extremities to collect any diesel 
contaminated run-off and channel it to the oil trap where 
separated oil will be collected and disposed of in the oil 
recycling container and process.  Any spills on the 
concrete apron of floor below the tank are to be treated 
with OT8 or Spillsolve or equivalent as per the product 
instructions.   
A 500-litre drawn trailer to convey diesel to the equipment 
for re-fuelling may also be used. Such trailer will be drawn 
by a specified vehicle and driver, with alternate nominated 
as approved by the Project Engineer. Such tow vehicle 
may travel at 20kms per hour maximum at any time, be 
clearly identifiable as such, and may only tow the diesel 
cart should the pre requisite drip trays and emergency 
equipment be on the vehicle at the time. In situ refuelling 
activity may only take place during a standard specified 
daily time slot as displayed in the construction office, 
unless specific per day permission has been given to 
refuel at any other time by the ECO. This must be pre-
recorded in the site record book. Staff will require 
instruction in the identification of diesel and oil leaks and 
the use of Spillsolve (or equivalent) products.   
 
On-Site emergency repairs: 
Only small mobile plant and emergency repairs are to 
take place on site.  These will require the provision of drip 
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trays and funnels to ensure that no oil or fuel leakages 
occur onto the ground.  Should such spill take place, then 
the oil saturated soil is to be placed in suitable containers 
and disposed of at a hazardous waste disposal site.  Any 
contamination of soil is to be treated with Spillsolve or 
similar product.  Contaminated water as a result of an oil 
or fuel spillage on the area should similarly be treated in 
appropriate way, and the polluted water should not be 
specifically removed and not allowed to merge with run-
off water collected in the trap collecting all run offs from 
the slab.   
A designated re-fuelling area must be established.  
Collection of contaminated spares and waste oils: 
Contaminated spares, oil filters, gaskets, water, etc. will 
be collected in separate holders at the designated storage 
facility for disposal at a licensed H:h site.   
Staff will require instruction in: 

• Deleterious effects of oil / fuel on the environment 

• Identification of oil leaks 

• Handling of oil / fuel leaks into soil 

• Location and method in storage of contaminated 
spares 

• Fire prevention and emergency drills in case of an 
accident 

 

Performance indicator Ensure that no spillages occur and if it does occur that it is handled 
and cleaned up accordingly. 

Monitoring This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C14: APPROPRIATE HANDLING AND STORAGE OF CHEMICALS, HAZARDOUS 
SUBSTANCES AND WASTE (WASTE MANAGEMENT PLAN)  
 
The construction phase will involve the storage and handling of a variety of chemicals including 
adhesives, abrasives, oils and lubricants, paints and solvents. The main wastes expected to be 
generated by the construction of the facility will include will include general solid waste and liquid waste, 
and may include hazardous waste.  
 

Project Component/s Construction camp; 
Storage areas; 
Development site; 
Adjacent land and environmental systems. 

Potential Impact  Incorrect storage, handling, transporting and disposing of hazardous 
substances resulting in the contamination of soil, storm and ground 
water resources. 
 
Incorrect storage, handling, transporting and disposing of general solid 
waste resulting in litter, storm water pollution, and creating a nuisance 
to adjacent landowners/residents. 
 
Incorrect storage, handling, transporting and disposing of effluent/liquid 
waste resulting in the contamination of the storm water system, 
adjacent property, or hydrological systems. 
 
Incorrect storage, handling, transporting and disposing of garden 
waste, alien vegetation or natural vegetation during the clearing phase 
of the development site. 
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Poor waste management practices, resulting in waste not being 
reduced, re-used or recycled. 

Activities/Risk  
Sources 

Activities associated with site construction; 
Activities associated with site operation; 
Vehicles associated with site preparation and earthworks; 
Packaging and other construction waste; 
Hydrocarbon use and storage; 
Material from excavation, earthworks and site preparation; 
Incorrect disposal of waste; 
Using unregistered waste transporters / facilities. 

Mitigation:  
Target/Objective  

Protect and mitigate impacts on the environment and hydrological 
features; 
Ensure that the storage and handling of chemicals and hydrocarbons 
on-site does not cause pollution to the environment or harm to persons; 
Ensure that the storage and maintenance of machinery on-site does 
not cause pollution of the environment or harm to persons; 
Comply with waste management guidelines; 
Minimise production of waste; 
Ensure appropriate waste storage and disposal; 
Avoid environmental harm from waste disposal; 
Under no circumstance may any waste be buried on site and must be 
transported to the nearest licensed waste disposal facility. 
Cconstruction waste which cannot be recycled at the Facility must be 
disposed of at the nearest suitable licenced waste disposal facility 

 

Mitigation: Action/Control  Responsibility Timeframe 

Implement site-specific waste management plan during 
the construction phase. 
 
Specific areas must be designated on-site for the 
temporary management of various waste streams, i.e. 
general refuse, construction waste (wood and metal 
scrap) and contaminated waste as required. Location of 
such areas must seek to minimise the potential for impact 
on the surrounding environment, including prevention of 
contaminated runoff, seepage and vermin control. 
 
Where practically possible, construction and general 
wastes on-site must be reused or recycled. Bins and skips 
must be available on-site for collection, separation, and 
storage of waste streams (such as wood, metals, general 
refuse etc.). 
 
All waste generated during the construction process be 
separated into the different waste streams for recycling 
purposes, prior to removal by a reputable contractor from 
the construction site and disposed of at an appropriate 
licensed landfill facility. 
Disposal of waste must be in accordance with relevant 
legislative requirements, including the use of licensed 
contractors and disposal at appropriately licensed waste 
disposal sites. 
 
The National Information Systems Regulation must be 
adhered to in terms of registering and reporting of 
hazardous waste generated on site via the Integrated 
Pollutant Waste Information System (IPWIS) if required.  
 

Contractor Construction 
phase 
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All stored fuels to be maintained within a sealed bund and 
on a sealed surface. The bund must be at least 110% of 
the volume of the total containers. 
 
Adjacent fuelling areas situated around fuel tanks must be 
provided with an impervious layer or drip trays must be 
used during refuelling; 
 
Areas around fuel tanks must be appropriately bunded or 
contained in an appropriate manner as per the 
requirements of SABS 089:1999 Part 1; 
 
Fuel storage areas must be inspected regularly to ensure 
bund stability, integrity, and function; 
 
Oily water from bunds at the substations must be  
removed from site by licensed contractors; 
 
The storage of flammable and combustible liquids such 
as oils will be in designated areas which are appropriately 
bunded, and stored in compliance with MSDS files; 
 
Any storage and disposal permits/approvals which may 
be required must be obtained, and the conditions 
attached to such permits and approvals will be compiled 
with and copies kept on site in the environmental file; 
 
Transport of all hazardous substances must be in 
accordance with the relevant legislation and regulations 
Construction sub-contractors must provide specific 
detailed waste management plans to deal with all waste 
streams; 
 
Spill kits must be made available on-site for the clean-up 
of spills and leaks of contaminants.  Corrective action 
must be undertaken immediately if a complaint is 
received, or potential/actual leak or spill of polluting 
substance identified. This includes stopping the 
contaminant from further escaping, cleaning up the 
affected environment as much as practically possible and 
implementing preventive measures. 
 
Implement an effective monitoring system to detect any 
leakage or spillage of all hazardous substances during 
their transportation, handling, use and storage. This must 
include precautionary measures to limit the possibility of 
oil and other toxic liquids from entering the soil or storm 
water systems. Leakage of fuels must be avoided at all 
times and if spillage occurs, it must be remediated 
immediately. 
 
In the event of a major spill or leak of contaminants, the 
relevant administering authority must be immediately 
notified as per the notification of emergencies/incidents. 
  
Spilled cement, fly ash and concrete must be cleaned up 
as soon as possible and disposed of at a suitably licensed 
waste disposal site. Any contaminated/polluted soil 
removed from the site must be disposed of at a licensed 
hazardous waste disposal facility. 
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Hydrocarbon waste must be contained and stored in 
sealed containers within an appropriately bunded area 
Waste and surplus dangerous goods must be kept to a 
minimum and must be transported by approved waste 
transporters to sites designated for their disposal and 
copies of the safe disposal slips must be kept in the 
environment file on site. 
 
Documentation (waste manifest) must be maintained 
detailing the quantity, nature, and fate of any regulated 
waste. Waste disposal records must be available for 
review at any time. 
 
An incident/complaints register must be established and 
maintained on-site. 
 
The sediment control and water quality structures used 
on-site must be monitored and maintained in a fully 
operational state at all times. 
 
An integrated waste management approach that is based 
on waste minimisation must be used and must 
incorporate reduction, recycling, re-use and disposal 
where appropriate. 
 
Upon the completion of construction, the area must be 
cleared of potentially polluting materials. 
 
Dispose of all solid waste collected at an appropriately 
registered waste disposal site. Waste disposal must be in 
accordance with all relevant legislation and under no 
circumstances may waste be burnt on site. 
 
Where a registered waste site is not available close to the 
construction site, provide a method statement with regard 
to waste management. 
 
Where solid waste disposal is to take place on site, 
ensure that only non-toxic materials which have no risk of 
polluting the groundwater, are buried in designated 
approved areas at acceptable depths below ground level. 

 

Performance indicator Limited chemical spills outside of designated storage areas; 
No water or soil contamination by spills; 
No complaints received regarding waste on site or indiscriminate 
dumping; 
Internal site audits ensuring that waste segregation, recycling and 
reuse is occurring appropriately; 
Provision of all appropriate waste manifests for all waste streams. 

Monitoring Observation and supervision of chemical storage and handling 
practices and vehicle maintenance throughout construction phase; 
A complaints register must be maintained, in which any complaints 
from the community will be logged; 
Observation and supervision of waste management practices 
throughout construction phase; 
Waste collection will be monitored on a regular basis; 
Waste documentation completed; 
A complaints register will be maintained, in which any complaints 
from the community will be logged; 
Complaints will be investigated and, if appropriate, acted upon;  
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An incident reporting system will be used to record non-
conformances to the EMPr; 
This will be monitored by the ECO during site visits and recorded, 
reported and proof included in the audit report to be submitted once 
construction is completed. 

 
OBJECTIVE C15: EFFECTIVE MANAGEMENT OF CONCRETE BATCHING PLANTS  
 

Project Component/s Concrete batching plant. 

Potential Impact  Dust emissions; 
Release of contaminated water; 
Generation of contaminated wastes from used chemical containers;  
Inefficient use of resources resulting in excessive waste generation. 

Activities/Risk  
Sources 

Operation of the batching plant; 
Packaging and other construction waste; 
Hydrocarbon use and storage;  
Spoil material from excavation, earthworks and site preparation. 

Mitigation:  
Target/Objective  

To protect and mitigate impacts on the environment and surrounding 
land users. 
To ensure that the operation of the batching plant does not cause 
pollution to the environment or harm to persons.  
no discharge of effluents or wash water from cement batching areas 
should be allowed to enter the storm water system.  

 

Mitigation: Action/Control  Responsibility Timeframe 

Concrete batching plants to be sited such that impacts on the 
environment or the amenity of the local community from noise, 
odour or polluting emissions are minimised; 
  
Access and exit routes for heavy transport vehicles should be 
planned to minimise noise and dust and impacts on the 
environment; 
 
The concrete batching plant site should demonstrate good 
maintenance practices, including regular sweeping to prevent dust 
build-up; 
 
The prevailing wind direction should be considered to ensure that 
bunkers and conveyors are sited in a sheltered position to 
minimise the effects of the wind; 
 
Aggregate material should be delivered in a damp condition, and 
water sprays or a dust suppression agent should be correctly 
applied to reduce dust emissions and reduce water usage; the 
applicant must consider the best available environmental method 
in terms to ensure dust suppression during the construction 
phase. 
 
The site should be designed and constructed such that clean 
storm water, including roof runoff, is diverted away from 
contaminated areas and directed to the storm water discharge 
system; 
 
Any liquids stored on site, including admixtures, fuels and 
lubricants, should be stored in accordance with applicable 
legislation; 
  
Contaminated storm water and process wastewater should be 
captured and recycled where possible. A wastewater collection 

Contractor Construction 
phase 
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and recycling system should be designed to collect and filter 
contaminated water; 
 
Process waste water and contaminated storm water collected 
from the entire site should be diverted to a settling pond, or series 
of ponds, such that the water can be reused in the concrete 
batching process. The settling pond or series of ponds should be 
lined with an impervious liner capable of containing all 
contaminants found within the water they are designed to collect; 
  
Areas where spills of oils and chemicals may occur should be 
equipped with easily accessible spill control kits to assist in prompt 
and effective spill control; 
  
Ensure that all practicable steps are taken to minimise the adverse 
effect that noise emissions. This responsibility includes not only 
the noise emitted from the plant and equipment but also 
associated noise sources, such as radios, loudspeakers and 
alarms; 
  
Where possible, waste concrete should be used for construction 
purposes at the batching plant or project site; 
 
The batching plant to be monitored by the ECO to ensure that the 
plant is operating according to its environmental objectives and 
within legislative requirements. 
 
The use of municipal water for construction and operation must as 
far as reasonably practicable is to be done in accordance with 
Circular C1 of 2018: Water Crisis Response Guidelines for the 
Western Cape. 

 

Performance 
indicator 

No complaints regarding dust or contamination; 
No water or soil contamination by chemical spills; 
No complaints received regarding waste on site or indiscriminate dumping. 

Monitoring Observation and supervision of chemical storage and handling practices 
and vehicle maintenance throughout construction phase.  
 
A complaints register will be maintained, in which any complaints from the 
community will be logged. Complaints will be investigated and, if 
appropriate, acted upon.  
 
A complaints register will be maintained, in which any complaints from the 
community will be logged. Complaints will be investigated and, if 
appropriate, acted upon. 
  
An incident reporting system will be used to record non-conformances to 
the EMPr. 
  
Developer or appointed ECO must monitor indicators listed above to ensure 
that they have been met for the construction phase. 

 
OBJECTIVE C16: ANIMAL SPECIES  
 
Construction activities must be controlled to ensure that the adjacent vegetated areas are not negatively 
impacted.  
Undertake construction activities only in identified and specifically demarcated areas.  
Search and rescue for animal species be conducted prior to construction and animal species captured 
(where possible) and relocated to surrounding non-impacted areas.  
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OBJECTIVE C17: PLANT SPECIES  
Construction activities must be controlled to ensure that the adjacent vegetated areas are not negatively 
impacted. 
Undertake construction activities only in identified and specifically demarcated areas. 
 
OBJECTIVE C18: TERRESTRAIL BIODIVERSITY 
Construction activities must be controlled to ensure that the adjacent vegetated areas are not negatively 
impacted.  
Undertake construction activities only in identified and specifically demarcated areas.  
Invasive vegetation to be removed during construction to be disposed of at landfill site in such a manner 
that seeds must not be able to spread from the disposal site or during transportation.  
 
OBJECTIVE C19: AIR QAULITY MANAGEMENT 
Construction Phase 
The general dust suppression measures during construction should include: 
Water spraying: 
During material handling and material transfer operations; 
On unpaved roads;  
During earthmoving and clearing operations. 
Speed restriction to 30 km/hr for vehicles travelling on unpaved roads; 
Early paving of unpaved roads within the site; and 
Re-vegetation/paving around open/exposed areas. 
 
OBJECTIVE C20: DUST MANAGEMENT  
 
Refer to attached dust management plan for more details  
 
OPERATIONAL PHASE                                 
 
This following section defines the management programme for each of the identified goals during the 
operational phase. The programme is presented in the form of a table, which includes the components 
described. This programme consists of the following components: 
 
Goals 
Over-arching environmental goals for the management phase. 
 
Objectives 
The objectives are in place in order to meet these goals. These take into account the findings from 
existing studies and monitoring programmes. 
 
Management Actions 
The actions needed to achieve the objectives, taking into consideration factors such as responsibility, 
methods, frequency, resources required and prioritisation. 
 
Monitoring 
Key actions to verify that objectives are being achieved, taking into consideration responsibility, 
frequency, methods, and reporting. 
 
Criteria/ Targets 
The criteria or targets indicate the efficacy of the management programme. The targets should be 
readily measurable, understandable to the layperson, cost-effective to monitor, and meet legal 
requirements. 
 
Remedial Actions 
Specifies actions needed to be taken if the targets are not met; or if there is an unforeseen event.  
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Goals  
The following 13 are specified goals: 
 
Goal 1: Waste Management 
Goal 2: Pollution Control  
Goal 3: Water Quality and Storm Water Management Measures 
Goal 4: Fire Management 
Goal 5: Erosion control 
Goal 6: Safety, Security and Emergency Procedures  
Goal 7: On-going Monitoring of social environmental impacts 
Goal 8: Water and Electricity demand management 
Goal 9: Dust Management 
Goal 10: Air Quality management 
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Goal 1: Waste Management 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial Actions 

Ensure allocation of 
sufficient resources for 
on-going Integrated 
Waste Management 
e.g.  staff, equipment. 
 

Pollution 
and  odours 

1. No solid waste may be incinerated on 
the property. 

2. All vehicles transporting waste must 
be closed to avoid possible pollution 
of waste on transport routes.  

3. Waste needs to be sorted and 
recycled as far as possible.   

4. Waste accumulated at the 
stormwater outlet/discharge point 
must be removed by the municipality 
at least monthly and after heavy 
rains. 

5. An integrated waste management 
approach must be implemented on 
site, based on waste minimisation, 
reduction, recycling, re-use and 
disposal where possible. 

6. During the event of an accidental leak 
or spillage of fuel or any other 
hazardous substances, reporting to 
all the relevant authorities including 
the Directorate Pollution 
Management must be done within 14 
days as per Section 30(10) of NEMA. 

7. Should hazardous waste be stored at 
the Facility prior to disposal, this must 
be stored separately from general 
waste. 

8. All Waste that cannot be recycled 
must be disposed off at a licensed 
facility.  

9. No waste may be buried on site and 
must be transported to the nearest 
licensed waste disposal facility 

Annual audits of 
operations vs EMP to 
identify those 
requirements that are 
not being met. 
Responsibility: 
Developer 
 
 

1. Adequate 
annual Budgets. 

2. Maintenance 
staff. 

 
 

• If pollution on site is 
detected immediate 
actions must be 
taken to contain the 
pollution. 

• Within 24hours of 
detection the ECO 
must be informed of 
the incident, where 
after ECO will 
conduct a site visit 
and recommend 
further rehabilitation 
methods to be 
implemented.  

• Depending on type 
and extent of 
pollution occurred 
specialists may be 
contacted to 
provide specific 
recommendations. 

• An incident report to 
be compiled and 
sent to municipal 
and governmental 
authorities.     
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Waste Management  
 
Waste is defined as any matter for which the current user has no further purpose, or any matter, 
gaseous, liquid, or solid or any combination thereof originating from any residential, commercial or 
industrial use, which has been discarded, accumulated, or stored.  
 
It further is worth noting that on average 80% of waste management costs accrue to transport. 
 
Principally three types of waste occur- 
- Gaseous    Open fires 
- High moisture (effluent)               sewerage/waste water/ petroleum products                                                    
- Low moisture (solid/semi solid)  glass/plastic/ cardboard/ paper/ domestic/ chemical 
 
Some potential consequences- 

• Salination of ground/surface/ river water. 

• Eutrophication (nutrient enrichment) of natural areas. 

• Microbiological contamination of natural areas. 

• Sediment & silt migration inflows. 

• Harmful inorganic/organic compounds introduction into soil. 
 
Chemical residues and empty containers are required as per purchase contract to be removed ex site 
by the original supplier. The supplier is asked to further declare that such waste is disposed of within 
accepted Waste Management Programs standards.   
 
Identified Waste Streams: 
Components- 
Sewerage (black water) 
Sewerage (grey water) 
Wet refuse 
Dry refuse 
Bottles & glass 
Tins/cans 
Plastic/polypropylene 
Garden refuse 
General other waste 
 
Integrated Waste Management Strategy: 
Waste Avoidance- 
Objective is to promote the concept of minimisation in the generation of any waste in all activities and 
sites. 
 
Waste Reduction- 
To promote the reduction of all waste by ensuring that nothing that can be decomposed is disposed of 
to waste as opposed to recycling. 
 
Waste Recycling- 
Re-using waste or selling waste to recycling companies as far  as and if possible to prevent re-usable 
waste from going to municipal landfill site.  
 
Waste Disposal- 
To store, dispose or treat all waste that cannot be avoided, recycled, or composted at licensed facilities 
within regular operational and environmental monitoring and always in accordance with regulatory 
requirements. 
 
Storm water Pollution Management- 
Storm water and effluent systems must be separated by cut-off trenches to ensure that storm water is 
not contaminated by effluent water. 
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Goal 2: Pollution Control 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial Actions 

Ensure allocation of 
sufficient  resources  
for on-going 
Integrated Waste and 
pollution control 
Management 
e.g.  staff, equipment, 
budget. 

Pollution 
and  
odours 

1. Waste to be stored on the property 
appropriate containers or facilities as 
provided by the municipality 

2. All vehicles transporting waste must be 
closed to avoid pollution of transport 
routes.  

3. Sewerage system should be monitored 
and any leakages or overflows attended 
to immediately. 

4. An area for machinery/refuelling must 
be demarcated. This area must contain 
spill kits in case of accidental oil/fuel 
spills occurring. Fuel stored should be 
bunded to contain 110% of the volume 
of fuel stored. 

5. National Environmental Management 
Act, 1998 (Act No. 107 of 1998) 
(NEMA) that pertains to the control of 
emergency incidents and should 
include the reporting, containment and 
clean-up procedure of such incident 
and the remediation of the affected 
area. All necessary documentation 
must be completed and submitted 
within the prescribed timeframes. 
Containment, clean-up and remediation 
must commence immediately in the 
case of NEMA section 30 incidents. 
Please incorporate this into the EMPr. 

6. Manganese, zinc and other ores 
transported by road must be suitably 
covered to prevent the spread of 
windblown dust. The use of alternative 
methods to effectively contain material 
whilst in transit may be considered, on 
condition that the transporter provides 

Annual audits of 
operations vs EMP to 
identify those 
requirements that are not 
being met. 
Responsibility: 
Developer 
 

1. Adequate 
annual Budgets. 

2. Maintenance 
staff. 

• If pollution on site is 
detected immediate 
action must be 
taken to contain the 
pollution. 

• Within 24hours of 
detection the ECO 
must be informed of 
the incident, where 
after ECO will 
conduct a site visit 
and recommend 
further 
rehabilitation 
methods to be 
implemented.  

• Depending on type 
and extent of 
pollution occurred 
specialists may be 
contacted to 
provide specific 
recommendations. 

• An incident report to 
be compiled and 
sent to municipal 
and governmental 
authorities.     
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documentation confirming that the 
alternative method ensures reliable and 
equivalent containment of the material 
to prevent windblown dust. 

7. Should signs of spillages be identified, 
immediate cleaning thereof must take 
place. The road surfaces need to be 
swept either manually or with use of the 
sweeper truck on a frequent basis. 

8. It is recommended that no off-loading, 
stockpiling, loading and transfer be 
conducted during extreme windy days 
(weather conditions should be 
considered upon commencement of 
daily operations). 

9. Empty trucks must be covered while in 
transit to prevent windblown residual 
dust. 

10. The speed limit of all vehicles including 
trucks must be limited to 30km/hr to 
prevent dust been generated from 
vehicular movement. 

11. Additional dust mitigation measures 
must be implemented as soon as 
complaints arise. 

12. Roads leading to the facility and internal 
roads must be kept clean on a daily 
basis and spillages must be removed 
every hour. 

13. Activities must stop immediately if dust 
is generated. Activities may resume 
once remedial action are effectively 
implemented to prevent the further 
generation and spreading of ore dust 
into the receiving environment. 
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Goal 3: Water Quality and Storm Water management measures 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial Actions 

1] Ensure allocation of 
sufficient  resources for 
on-going Water Quality 
and Storm Water 
Management 
e.g.  staff, equipment, 
budget 

Pollution,  
odours 
and  
erosion  

1. Ensure no pollution of any water resources, 
including surface water, storm water and 
groundwater takes place as a result of any 
activities on the site. 

2. Ensure that no water other than storm water 
be discharged in the storm water system.  

3. The storm water channels must be monitored 
and maintained on a regular basis.  All waste 
within the channels must be removed on a 
weekly bases and at the discharge points on 
a monthly bases and after heavy rains.  If any 
erosion and/or degradation of the storm water 
channel or surrounds are noticed immediate 
action must be taken to rectify the situation.  
(Corrective and preventative measures taken 
will depend upon type and extent of erosion 
and/or degradation occurring). 

4. Storm water should be directed away from the 
roads and into the existing natural flow paths 
on site.    

5. The use of municipal water for construction 
and operation must as far as reasonably 
practicable is to be done in accordance with 
Circular C1 of 2018: Water Crisis Response 
Guidelines for the Western Cape. 

6. Any runoff from the terminal should be 
contained and prevented from flowing away 
from site. 

7. Stormwater should be captured and contained 
on site for reuse. 

8. The ore storage piles should be kept free-
draining. 

9. Groundwater quality in borehole should be 
monitored bi-annually. 

10. Water levels should be recorded regularly and 
abstraction rates on an ongoing basis. 

Annual audits of 
operations vs EMP 
to identify those 
requirements that 
are not being met. 
Responsibility: 
Developer 
 

1. Adequate 
annual Budgets  

2. Maintenance 
staff  

 
 

• If pollution or 
erosion is detected 
immediate action 
must be taken to 
contain the pollution 
or erosion. 

• Within 24hours of 
detection the ECO 
must be informed 
of the incident, 
where after ECO 
will conduct a site 
visit and 
recommend 
further 
rehabilitation 
methods to be 
implemented.  

• Depending on type 
and extent of 
pollution or 
erosion occurred 
specialists may be 
contacted to 
provide specific 
recommendations. 

• An incident report 
to be compiled and 
sent to municipal 
and governmental 
authorities.     
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Goal 4: Fire Management 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial Actions 

1] Ensure allocations 
of sufficient resources 
e.g.  staff, equipment, 
Budget,) for 
On-going fire 
management  
 

Pollution, fire, 
damage to 
property and 
health risks. 
 
 
 
 
 
 

1. Sufficient Fire Fighting 
equipment to be on site or 
available at nearest fire station. 

2. Yearly pre-fire season clearing 
and maintenance of fire breaks 
(where applicable).  

3. Yearly pre-season testing and 
servicing of fire-fighting 
equipment.  

Annual audits of 
operations vs EMP to 
identify those 
requirements that are not 
being met. 
Responsibility: 
Developer 
 

1. Adequate 
annual 
Budgets 
approved. 

2. Maintenance 
staff  

 
 

• If a fire is detected 
immediate action 
must be taken to 
contain the fire. 

• Within 24hours of 
detection the 
ECO must be 
informed of the 
incident, where 
after ECO will 
conduct a site 
visit and 
recommend 
further 
rehabilitation 
methods to be 
implemented.  

• Depending on 
type and extent of 
fire occurred 
specialists may 
be contacted to 
provide specific 
recommendations 

• An incident report 
to be compiled 
and sent to 
municipal and 
governmental 
authorities. 
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Fire Management Legislation  
 
Legislation applies to the open countryside beyond urban limits and puts in place a range of legal requirements.  
 
The responsibilities of people who own or control land: 
The landowner on whose land a fire may start, or from whose land it may spread across boundaries, must have in place: 
 

• Prepared firebreaks on your boundary, if there is a reasonable risk of fire. 

• Have available such equipment, protective clothing and trained personnel required to extinguishing such fire as may occur.  

• Take all reasonable steps to notify the fire chief of the local authority should a fire break out. 

• Do everything in their reasonable power to stop the spread of the fire. 
 
The Act also requires that should the owner be absent, a known and identified other person responsible needs to be present on or near this land to: 
 

• Extinguish a fire if one breaks out, or assist or instruct others to do so 

• Take all reasonable steps to alert the neighbours and Fire Chief. 

• The owner may appoint an agent to act on his or her behalf to perform these duties. 
 



 

Goal 5: Erosion Control 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial Actions 

Ensure allocation of 
sufficient  resources) 
for on-going erosion 
control 
management  
(e.g.  staff, 
equipment, 
budget 

Erosion, sink-
holes and or 
blocking of 
storm water 
systems. 
Damage to 
Infrastructure.   

1. Ongoing control and 
management of roads, 
roadways and areas 
susceptible to erosion.  

2. Ensure suitable vegetation 
cover or surface on non-
hardened surfaces.  

3. Control runoff of storm water 
to prevent soil erosion.   

4. Avoid the formation of sink-
holes on sensitive soils. 

5. Management and control of 
erosion on housing area and 
surrounding natural areas.  

 

Annual audits of 
operations vs EMP to 
identify those 
requirements that are 
not being met. 
Responsibility: 
Developer 
 

1. Adequate 
annual Budgets 
approved. 

2. Maintenance 
staff  

 
 

• If erosion is detected 
immediate actions 
must be taken to 
contain the erosion. 

• Within 24hours of 
detection the ECO 
must be informed of 
the incident, where 
after ECO will conduct 
a site visit and 
recommend further 
rehabilitation methods 
to be implemented.  

• Depending on type 
and extent of erosion 
occurred specialists 
may be contacted to 
provide specific 
recommendations. 

• An incident report to be 
compiled and sent to 
municipal and 
governmental 
authorities. 

 
Erosion Control 
 
Erosion control and maintenance will be an on-going process, especially erosion developing on or as a result of roads. The developer must implement erosion 
control measures to ensure that no erosion occurs on site. The area must also be regularly monitored and erosion maintenance measures implemented to 
prevent erosion.    
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Goal 6: Safety and Security Measures and Emergency Procedures 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial 
Actions 

Ensure allocation of 
sufficient resources for 
on-going safety, security 
and emergency 
procedures.  e.g.  staff, 
equipment, 
budget 

Pollution, fire and 
health risks.    

1. Emergency plan in case 
of flooding to be compiled 
and implemented.   

2. Local community 
members to be informed 
and made aware of 
emergency flooding 
protocols to be followed. 

Annual audits of operations vs 
EMP to identify those 
requirements that are not 
being met. 
Responsibility: Developer 
 

1. Adequate annual 
Budgets approved. 

2. Maintenance 
staff  

 
 

To be 
determined, 
depending on 
type of 
emergency 
occurred. 

 
Goal 7: On-going Monitoring of Social Environmental Impacts 
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial 
Actions 

Ensure allocation of 
sufficient resources for 
on-going monitoring of 
environmental impacts.   
e.g.  staff, equipment, 
budget 

Pollution, 
nuisances and 
health risks.    

Internal formal management 
inspections on a monthly 
basis.  
Annual report back to 
community forum on results 
and outcomes of the 
monitoring and audit.   
Keep a complaint register and 
attend to issues recorded 
immediately. 
No open air storage and/or 
handling of minerals, ore or 
coal will be allowed at any 
time. International best 
practices will be implanted at 
all times to prevent the spread 
of particulate matter into the 
receiving environment. The 
offloading of ore and coal from 
train wagons is excluded from 
been handled within a solid 

Annual audits of operations vs 
EMP to identify those 
requirements that are not being 
met. 
Responsibility:  
Developer 
 

1. Adequate 
annual 
Budgets 
approved. 

2. Maintenance 
staff  

 
 

Remediate and 
improve 
management 
immediately 
once public 
complaints are 
recorded. 
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structure due to practicalities. 
However, ore and  coal will be 
chemically treated prior to 
offloading to prevent dust 
been generated during 
offloading. All spillages 
resulting from the offloading 
activity must be immediately 
contained to prevent fugitive 
dust and removed .in such a 
manner not to create fugitive 
dust. 
An environmental officer or 
responsible person must be 
located on the site at all times 
and the contact details given 
to the nearby land owners and 
users. This is for efficient 
communication and problem 
addressing. 
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Goal 8: Water and Electricity Demand Management  
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial 
Actions 

Ensure allocation of 
sufficient resources e.g.  
staff, equipment, 
Budgets, for on-going 
water, energy and 
resource demand 
management and 
efficiency.   
 

Excessive 
utilization of 
natural 
resources.     

The following technological alternatives to 
reduce water and electricity demands are 
within the proposed project designs: 
1. Ensure that the buildings are 

constructed so as to be tightly sealed, 
to prevent unwanted air flows. Doors 
and windows must be appropriately 
sized and fitted with seals 

2. Energy efficient installations should be 
used where possible.  

3. Energy saving light bulbs such as CFLs 
and LEDs must be installed instead of 
incandescent bulbs except where the 
quality of the light is not sufficient for 
high precision work and reading. 

4. Residents must be informed of water 
saving initiatives within the 
municipality.  

Annual audits of 
operations vs EMP to 
identify those 
requirements that are not 
being met. 
Responsibility: 
Developer 
 
 
 

1. Adequate 
annual Budgets  

2. Maintenance 
staff  
 
 

To be 
determined  
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Goal 9: Dust Management  
 
DUST MANAGEMENT PLAN FOR THE OPERATIONAL PHASE OF DRY BULK SALDANHA TERMINAL. 
 
INTRODUCTION 
 
This is an operation phase dust management plan (after the construction is complete), in terms of the National 
Dust Control Regulations of 2013.   
 
OBJECTIVES 
 
The Company operates on the site and stores material in bulk for customers. A dust management plan is only 
as good as its implementation and the Company is responsible to ensure the plan is implemented so that the 
dust levels can be controlled. The Company intends to institute the contents of this plan and in so doing, to 
achieve the objectives required. 
The objective is to control the fallout dust levels so that they are below the respective action levels by daily 
Dust Management Plan supervision and implementation. The Dust Management Plan will be kept as simple 
as possible initially and then as activity increases and the fallout dust levels indicate increasing fallout dust 
levels, the Dust Management Plan can be upgraded. 
 
NATIONAL ENVIRONMENTAL AIR QUALITY ACT 
To comply with the National Environmental Management: Air Quality Act, 2004 (Act No.39 of 2004), as it 
pertains to monitoring fallout dust levels and management thereof, including the Dust Control Regulations 
GNR 827 of 2013.  A sampling system will be installed and managed based on these Dust Control Regulation 
requirements. 
 
RESPONSIBILITIES 
To generate and then abide by a Dust Management Plan. No open air storage and/or handling of minerals, 
ore or coal will be allowed at any time. International best practices will be implanted at all times to prevent the 
spread of particulate matter into the receiving environment. The offloading of ore and coal from train wagons 
is excluded from been handled within a solid structure due to practicalities. However, ore and  coal will be 
chemically treated prior to offloading to prevent dust been generated during offloading . All spillages resulting 
from the offloading activity must be immediately contained to prevent fugitive dust and removed .in such a 
manner not to create fugitive dust. 
 
Monitoring 
To engage the services of a reputable Fallout Dust Monitoring Company to perform the services of monitoring 
the levels of fallout dust at locations specified in this document.  This service provider must further provide 
monthly reports to the Company with historical data to track all trends and also to note compliance with the 
levels as detailed in the National Dust Control Regulations of the National Environmental Management Air 
Quality Act, 2004 (Act No.39 of 2004). 
 
Legal Responsibilities 
To ensure that the level of fallout dust is below 1200 mg/m2/day over a 30-day average for the areas defined 
as non-residential (As per the local municipality definitions).  The National dust control regulations apply. To 
ensure that the contractors on the site are aware of and work towards achieving the fallout dust levels that will 
make the site compliant.  Contractual clauses will be included in the agreements with the contractors to 
motivate contractors to be diligent with regard to the dust control measures they use on the site.  The Company 
is ultimately responsible for exceedances and the West Coast District Municipality (WCDM) will hold the 
Company responsible for dust exceedances and non-conformances to their Dust Management Plan. 
 
SOURCES OF DUST  
Currently the site activity fallout dust levels are compliant. It is important for each source to be identified so 
that customised dust control measures can be applied to each specific source. Dust sources are predominantly 
going to be related to vehicle movement on the site. 
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DAILY DUST MANAGEMENT 
The months that are the most likely to yield elevated fallout dust results are from 1 October to 31 March each 
year, and it is during these months that the diligent implementation of this plan will be required so that the 
fallout dust levels do not exceed the non-residential action level of 1200mg/m2/day. Using the MeteoGram 
(See Appendix) or similar information providing a weather forecast, the precipitation and wind speed, including 
wind gusts can be predicted. An initial starting point for the dust management plan is a wind speed limit of 
60km/hour during the months 1 October to 31 March, and no movement of vehicles and other dust generating 
activities will be done till the wind speed drops to below 60km/hour.  If this limit of 60km/hour is found to be 
too high, then it can be decreased till the fallout dust levels are below the required non-residential action level.  
If the predicted wind speed is above 60km/hour for any given hour of a day, then this can be included in the 
planning for the day or the week.  The type of material being excavated or worked with will also impact the 
wind speed limit and this will be determined by the fallout dust monitoring units as well as visual observations 
of the dust being generated.  As a starting point for gusts, a limit of 70km/h for wind gusts will be used, only 
during the months 1 October to 31 March 2020.  Dry weeks during the months 1 April to 30 September with 
high wind speeds may also be a concern, and the Dust Management Plan can be adjusted to incorporate 
control measures for these situations if required or recommended by the WCDM. 
 
The weather for the site will be determined using the information provided by www.meteoblue.com which will 
also be used to provide the weather information for the monthly fallout dust monitoring reports, and any other 
reports requiring weather data.  Note that both wind speed and wind gust speed are important, and these 
should both be used to assist in controlling the dust as per the requirements of the Dust Management Plan. 
 
1 October to 31 March are the months with the highest wind speed and the lowest rainfall.  These months are 
the most likely months to exceed the respective action levels and it will be important to maintain the dust 
control measures diligently in these months. 
The prevailing wind direction from 1 October to 31 March is from the South and the South South East.  During 
the months from 1 April till 30 September, the wind direction is split between the North West and South East 
directions as the rain comes and goes.  The directions are predominantly from the North West, and North 
North West, South, and South South East directions. 
 
The fallout dust monitoring programme will be used to determine if additional actions are required to control 
the fallout dust levels from the site.  If the results at one of the units exceed the applicable non-residential 
action level over a 30-day period, then additional dust control measures will be implemented, and the dust 
management plan upgraded to prevent future exceedances.  If the dust levels are below the applicable action 
level, then it is an indication that the current dust control measures are adequate for the site and that the dust 
management plan is being implemented successfully. 
 
The triggers below will be used to prompt action and implementation of the Dust Management Plan. 
1. Visual: If visible dust is noted on site from any activity 
2. Weather forecast: If dry conditions and strong winds are forecasted 
3. Dust Monitoring: If any of the dust buckets are non-compliant as per the definitions of the Dust Control 

Regulations. 
 
A 20km/h speed limit is to be enforced on site at all times for all vehicles.  Any entrance areas must be 
reinforced to prevent heavy trucks from damaging the road and generating excessive dust.  Uphill ramps 
should be limited in gradient as much as possible. Loading and offloading dusty material should only be done 
if the wind is not excessive, unless it is inside a covered area.  Wind speeds to be below 60km/hour or as per 
the wind speed limit decided on in future upgrades of this Dust Management Plan. 
 
Site Dust 
 
Roadways will be planned and demarcated for the site so that trucks and light vehicles only travel on these 
roads.  Road surfaces will be maintained, and adequate drainage provided from the road.  The use of Eco 
Dust 200 D as a Ligno Sulphate (lignosulfonates) that assists in coalescing and stabilisation of dust surfaces 
can be used for the treatment of the gravel roadways, open areas, and stockpiles if required.   
Open exposed areas can also be treated either with once off treatments or treatments every three months with 

http://www.meteoblue.com/
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Eco Dust 200D. Vegetation removal for the site will be planned to minimise the length of time that land is open 
and exposed as a dust source.   
 
Any large open areas that become exposed and are identified as a dust source will be cordoned off to prevent 
vehicles and other activities from disturbing the area.  If no vegetation is growing, and the areas is identified 
as a dust source, then a once off treatment of Eco Dust 200D can be applied to stabilise the area.  The 
Company is mindful of the scarcity of water of a potable nature and the use of treated water or on-site water 
may be able to be used for this purpose, with the appropriate permissions from the authorities. The use of 
compressed air to clean dust from building surfaces, roadways or people is not allowed for any reason.   
 
Product stockpiles 
The products that will be stored on the site contain a very low fine dust component and the height of these 
stockpiles must be no higher than 8m, provided they are not determined to be a source of dust, either visually 
or by the fallout dust monitoring programme.    If other materials are stored in the future that do have a high 
fine dust component then additional dust control measures will be required, and the plan updated to manage 
them. 
 
Off-site sources of dust 
The gravel road to the south of the site is a potential source of dust and many vehicles from different companies 
use this road.  The Company will apply dust control measures to the roadway for the section of the road directly 
to the south of their site to assist with the control measures on this road and to minimise dust levels on the 
site.  Other companies in the area should also do the same.  Dust control measures include slowing down 
vehicles and maintaining the road surface adequately.  The use of sprinklers is also an option for this road. 
 
MONITORING 
Monitoring of the fallout dust levels is used by the WCDM and other interested parties, to determine if the Dust 
Management Plan is being implemented effectively.  If the monitoring levels are below the applicable action 
levels, then the Dust Management Plan is considered to be working well.  If the levels increase to above the 
applicable action levels, then the Dust Management Plan needs to be upgraded to provide additional controls 
for the dust sources responsible for the elevated dust levels. 
 
Appointment of a Company to Perform Fallout Monitoring 
In terms of the Quality Act, 2004 (Act No.39 of 2004) the Company is required to implement a fallout dust 
monitoring program.   
   
Dust Management Plan Implementation 
The Company is required to perform daily inspections and if necessary, cease operations if conditions are 
such that it warrants such action.  The Company must appoint a dedicated staff member, or an employee of 
the environmental consulting company for this, but responsibility will be vested with the Company operations 
manager or director.   
 
Plan for Monitoring Stations 
Considering the prevailing wind during the months at risk of elevated fallout dust levels, 1 October to 31 March, 
and taking the dust sensitive areas into account, two fallout dust monitoring locations are recommended.  The 
site has only one dust sensitive area (Transnet) to the East of the site and this is not in the prevailing wind 
directions for the year.  The non-residential action level will be applicable to each of these units. The monitors 
are as per the ASTM D1739 (1970) standard as required by the Dust Control Regulations.   
If requested by the WCDM additional units can be added. 
 
REPORTING 
Reporting of the fallout dust levels monthly to the Company will be required.  The Company will then be 
responsible to report to the WCDM. 
 
Fallout Dust Reporting 
These reports will be received monthly in arrears after completion of the month (21-day turnaround time from 
bucket changing to reporting).  A copy of the report will be filed in the Company’s Dust File and copies will be 
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distributed to the interested parties.  If requested, a copy will be emailed to any Air Quality Officer that requests 
it. These reports must be made available for both internal and external audit purposes.  Compliance to the 
Dust Control Regulations of 2013 is achieved if regular reporting is done, and if the dust management plan is 
maintained and implemented adequately as determined by the air quality officer. 
 
COMPLAINTS REGISTER 
In terms of the Dust Control Regulations, a complaints register must be kept for any complaints received from 
any persons whatsoever.  The complaint procedure also needs to be communicated to the surrounding 
interested parties so that the procedure can be followed when required by those wanting to raise a complaint. 
Copies of any notices received from the WCDM in respect of non-compliance must be pasted in said register.  
 
A note must be made in the register as to the detailed corrective action taken when each complaint is received. 
The Company will take all complaints seriously and address them timeously so as to assist the WCDM. 
Requests by the community or persons to receive copies of the fallout dust monitoring reports will be directed 
to the West Coast District Municipality (WCDM), as all reports will be made available to the WCDM, on request.   
 
NON-COMPLIANCE 
Non-compliance to the legislated fallout levels will typically be indicated on the monthly fallout dust reports. 
Where a month exceeds the fallout levels this will be investigated, and a record must be kept of the corrective 
measures taken to alleviate the problem. These measures must be filed in the Dust File and the Dust 
Management Plan updated so that the measures can be actioned as part of the future daily procedures. 
 
SEVERE WEATHER EVENTS AND WEATHER FORECASTING 
Severe weather events that can typically create extreme dust conditions must be identified timeously through 
the constant monitoring of 5-day weather forecasting sites such as www.meteoblue.com and pre-emptive 
actions must be planned to negate the adverse effects of such conditions.   
 
PLANNING AND CO-ORDINATION MEETINGS 
These will be called should they be required, and all interested and affected parties and role players notified 
accordingly. 
 
Planning and Co-Ordination Meetings 
Meetings will be held between the Company and the contractor representatives, and any other interested 
parties.  Minutes must be kept of said meetings and the objective of the meetings is to discuss co-operation in 
respect of joint dust control measures as well as potential compliance issues and the actions to be taken in 
this regard.   
 
Meeting with Neighbours 
If meetings with neighbouring companies or other persons are proposed, then minutes of these meetings must 
be kept in the Dust File.  The purpose of these meetings would be to keep track of their concerns and also to 
advise them as to the monitoring outcomes, including any actions taken to control the fallout dust levels. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.meteoblue.com/
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Historical Wind Rose – 10 Year Average - 2009-01-01 to 2019-01-01 – Saldanha 

 
Ligno Sulphate Information – Chryso Eco Dust 200D 
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Goal 10: Air Quality Management  
 

Objectives Risks Actions Monitoring Criteria/Targets Remedial 
Actions 

Ensure allocation of 
sufficient resources 
e.g.  staff, equipment, 
Budgets, for on-going 
water, energy and 
resource demand 
management and 
efficiency.   
 

Excessive 
utilization of 
natural 
resources.     

The main recommendations for the ore 
storage facility are to establish a dust 
management plan, which should 
ensure: 
Treatment of the unpaved access road 
surface with dust suppression 
chemicals, in order to minimise the dust 
generation from the truck movements. 
Restriction of the truck speeds on the 
unpaved section of the access road to a 
maximum of 40 km/hr. 
Minimisation of the dust emissions on 
site at the source, with dust suppression 
measures where and when necessary. 
Good housekeeping, in order to avoid 
the accumulation of deposited dust that 
may be suspended during high wind 
conditions and vehicle movements. 
Cleaning/sweeping of the internal roads 
to and from the storage warehouses. 
Covering all the ore transportation skips 
to the harbour. 
No manganese emissions are expected 
as it will only be stored and handled 
within an enclosed warehouse. It is 
important that this mitigation measure is 
implemented before manganese ore is 
received on site. 
Trucks must be cleaned of ore deposits 
on the truck body, trailer and wheels 
before exiting the facility. 
Trucks loads must be covered when 
exiting the facility and while in transit. 
Empty trucks must  be covered while in 
transit to  prevent windblown residual 
dust. 

Annual audits of 
operations vs EMP to 
identify those 
requirements that are 
not being met. 
Responsibility: 
Developer 
 
 
 

Adequate annual 
Budgets  
Maintenance staff  

 
 

To be 
determined  
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The speed limit of all vehicles including 
trucks must be limited to 30km/hr, not 60  
or  70  as  mentioned  in  the  document, 
to  prevent  large  plumes  of  dust 
generated from vehicular movement. 
No open storage stockpiles of iron ore 
and hazardous material will be allowed. 
All material containing hazardous 
substance, including iron ore, must be 
stored and handled within an enclosed 
structure approved by the relevant 
authorities and it must be fitted with 
sufficient dust suppression measures  to  
prevent fugitive dust from escaping into 
the environment during loading , off-
loading, handling and transporting of 
material to and from the site. 
Roads leading to the facility and internal 
roads must be kept clean on a daily 
basis and spillages must be removed 
every hour. 
Operations must stop immediately if 
dust is generated. Operations may 
resume once remedial   action   are  
effectively implemented   to   
prevent  the  further generation and 
spreading of ore dust into the receiving 
environment. 
Unpaved road surfaces must be treated 
in such a way to prevent the generation 
of dust form vehicular movement. 
Good housekeeping to be maintained at 
all times. Spillages must be contained 
and bagged for removal on a daily basis. 
West Coast District Municipality 
(WCDM) must be included in the list of 
organisations who will receive the 
annual environmental auditing reports. 
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CHAPTER 8  
 

ENVIRONMENTAL REPORTING 
 
In order to ensure that the necessary environmental issues are adequately addressed and recorded, 
the following environmental reporting shall be undertaken: 
 

• Incident reporting; and 

• Compliance reporting 
 
The applicant must ensure that "Any emergency incident, originating at the facility, which falls within the 
definition of section 30(1) of the National Environmental Management Act (NEMA), Act 107 of 1998, 
must be dealt with by the facility in accordance with Section 30 of NEMA". In the event of any incident 
the facility must ensure containment by the responsible person and report the incident to the West 
Coast District Municipality, Saldanha Bay Municipality, and DEA&DP. 
 
See below for a template of an Incident Report to serve as a guideline for the recording and addressing 
of emergency incidents as and when they occur. 

 

This form provides a template for the emergency incident report required in terms of section 30(5) of the National 
Environmental Management Act (Act No. 107 of 1998) (hereinafter “NEMA”) in which the responsible person or, 
where the incident occurred in the course of that person´s employment, his or her employer, must, within 14 days 
of the incident, report to the Director General, provincial head of department and municipality such information as 
is available to enable an initial evaluation of the incident, including: (a) the nature of the incident; (b) the substances 
involved and an estimation of the quantity released and their possible acute effect on persons and the environment 
and data needed to assess these effects; (c) initial measures taken to minimise impacts; (d) causes of the incident, 
whether direct or indirect, including equipment, technology, system, or management failure; and (e) measures 
taken and to be taken to avoid a recurrence of such incident. 

In terms of section 30(1)(a) of NEMA, an “incident” means an unexpected sudden occurrence, including a major 
emission, fire or explosion leading to serious danger to the public or potentially serious pollution of or detriment to 
the environment, whether immediate or delayed. 

In line with section 24 of the Constitution of the Republic of South Africa (Act No. 108 of 1996), “serious” is taken 
to be a measure of the impact of an incident where such an incident has had, could have had, is having, or will 
have a negative impact on human health or well-being.  

NB! Please ensure that all the information provided in brackets are removed before submitting this 
report to all the Authorities.  
 

 

Document 
Type: Emergency Incident Report 

 

Title for the 
incident:  

Date of the 
incident     : 

 

Reference:  
Initial 
Submission 
Date: 

 

Revision No.:  
Compiled 
by: 

 
 

 



Page 59 of 79 
 

RESPONSIBLE PERSON 

In terms of section 30(1)(b) of NEMA, the “responsible person” includes any person who: (i) is responsible for 
the incident; (ii) owns any hazardous substance involved in the incident; or (iii) was in control of any hazardous 
substance involved in the incident at the time of the incident 

Name:   Designation:   

Postal Address:                                   
 

 Physical 
Address:                                         
 

 

Telephone (B/H):   Telephone 
(A/H):  

 

Fax:     

E-mail:     

Nature of Business:   
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EMERGENCY INCIDENT SUMMARY INFORMATION 

Mark the appropriate boxes 

Fire:  Spill:  Explosion:  Gaseous Emission:  

Injuries  Reportable injuries:  Hospitalisation:  Fatalities:  

Open water 
impacts: 

 Ground water 
impacts: 

 Atmospheric impacts:  Soil impacts:  

Own emergency 
response 
involved 

 Fire prevention 
services 
involved 

  Government hazardous 
materials 
emergency 
response involved 

 More than 1 
governmental 
emergency 
response 
service 
involved 

 

Emission of non-
toxic 
substances at 
low 
concentrations 

  Emission of non-
toxic 
substances at 
high 
concentration
s 

   Emission of toxic 
substances at low 
concentrations 

 Emission of toxic 
substances at 
high 
concentrations 

 

No evacuation 
required 

 Immediate area 
evacuated 

 Immediate surrounds 
evacuated 

 Evacuation of the 
general public 

 

Others   

INITIAL EMERGENCY INCIDENT REPORT 

In terms of section 30(3) of NEMA, the responsible person or, where the incident occurred in the course of that 
person´s employment, his or her employer must forthwith after knowledge of the incident, report through the 
most effective means reasonably available: (a) the nature of the incident; (b) any risks posed by the incident to 
public health, safety and property; (c) the toxicity of substances or byproducts released by the incident; and (d) 
any steps that should be taken in order to avoid or minimise the effects of the incident on public health and the 
environment to: (i) the Director General; (ii) the South African Police Services and the relevant fire prevention 
service; (iii) the relevant provincial head of department or municipality; and (iv) all persons whose health may 
be affected by the incident.  

Description Date: Time: Medium: 3.5. Name and contact 
details: 

Relevant fire 
prevention service: 
(in case of fire)  

[submission 
date]  
 

[submission 
time]  
 

[Fax, phone, SMS, 
letter, etc.)  
 

[Who was the report made 
to?]  
 

LOCAL :     

PROVINCIAL:  

(Those deal with 
Environmental issues) 

    

DIRECTOR GENERAL: 
(Department  of 
Environmental Affairs) 

    

Any other Director 
General of National 
Department, E.g. 
Department of Water 
Affairs   
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INCIDENT DETAILS 

In terms of NEMA section 30(5)(a) and (d), the responsible person must report on the nature of the incident as 
well as the causes of the incident, whether direct or indirect, including equipment, technology, system, or 
management failure 

Location of the incident  [Provide physical address of the location where the incident 
happened including the GPS co-ordinates] 

Incident start date and time:  Incident duration:  

Duration of exposure:  

4.5.     Incident description: 

Background of the incident: 

 Operation: 

Incident type: 

  

Root Cause of the incident:    

 

Contributory Factors to the incident: 

Conclusion: 

 

4.6. Wind speed and direction  4.7. Ambient air temperature  

4.8. Weather conditions  4.9. Other relevant meteorological conditions  

 

5. POLLUTANTS RELEASED DURING INCIDENT 

In terms of NEMA section 30(5)(b), the responsible person must report on the substances involved and an 
estimation of the quantity.   

List all the pollutants directly released during the incident (i.e. exclude those pollutants that resulted from 
mitigation measures, e.g. flaring, treatment, dilution etc.) 

5.1. Substanc
e or 
mixture of 
substanc
es 

5.2. Referenc
e 
Number 

5.3. Phas
e eg 
solid
, 
liqui
d or 
gas 

5.4. Total Quantity 
emitted/releas
ed 

5.5. Unit
s eg 
Kg, 
L 
etc 

5.6. Nature of 
emission/relea
se 

[The name 
recognised by 
any national or 
internationally 
recognised 
chemical 
referencing 
system]  
 

[Reference to 
any national or 
internationally 
recognised 
chemical 
referencing 
system]  
 

[solid, 
semi-solid, 
liquid or 
gas]  
 

[the total measured 
or estimated quantity 
released into the 
environment]  
 

[the unit 
of 
measure 
in respect 
to the 
quantity]  
 

[Emitted from truck, 
underground pipe, 
stack, etc.]  
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6. SECONDARY POLLUTANTS RESULTING FROM INCIDENT 

In terms of NEMA section 30(5)(b), the responsible person must report on the substances involved and an 
estimation of the quantity released. 

List all the pollutants that resulted from mitigation measures, e.g. flaring, treatment, dilution etc. 

6.1. Substance 
or mixture 
of 
substances 

6.2. Reference 
Number 

6.3. Phase 6.4. Total Quantity 
emitted/released 

6.5. Unit 6.6. Nature of 
emission 

[The name 
recognised by any 
national or 
internationally 
recognised 
chemical 
referencing 
system]  
 

Reference to 
any national or 
internationally 
recognised 
chemical 
referencing 
system]  
 

[solid, semi-
solid, liquid 
or gas]  
 

[the total measured or 
estimated quantity 
released into the 
environment]  
 

[the unit 
of 
measure 
in respect 
to the 
quantity]  
 

[Emitted from 
truck, 
underground 
pipe, stack, 
etc.]  
 

 

7. POLLUTANT CONCENTRATIONS 

In terms of NEMA section 30(5)(b), the responsible person must report on the substances involved and an 
estimation of the quantity released. 

List all the pollutants detailed in previous section: 

7.1. Substance 
or mixture 
of 
substances 

7.2. Reference 
Number 

7.3. Estimated pollutant concentration on different radius 

7.3.1. 10m   7.3.2. 100m  7.3.3.  500m  7.3.4. >2000m 

[The name recognised 
by any national or 
internationally 
recognised chemical 
referencing system] 

[Reference to any 
national or 
internationally 
recognised chemical 
referencing system] 

[estimate the 
concentration 
of the pollutant 
in water, soil 
and/or air 
within a 10m 
radius of the 
epicentre of the 
incident] 
[provide the 
units used in a 
case of 
estimating 
concentration 
(e.g. ppm] 

[estimate the 
concentration of the 
pollutant in water, soil 
and/or air within a 100m 
radius of the epicentre 
of the incident] [provide 
the units used in a case 
of estimating 
concentration (e.g. 
ppm)] 

[estimate the 
concentration of the 
pollutant in water, soil 
and/or air within a 500m 
radius of the epicentre of 
the incident] [provide the 
units used in a case of 
estimating concentration 
(e.g. ppm) ] 

[estimate the 
concentration of the 
pollutant in water, 
soil and/or air within 
a > 2000 m radius of 
the epicentre of the 
incident] [provide the 
units used in a case 
of estimating 
concentration (e.g. 
ppm) ] 

      

      

1 Concentration at the plume 
2 Concentration that was falling on the ground 
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8. INCIDENT IMPACT 

In terms of NEMA section 30(5)(b), the responsible person must report on possible acute effects on persons 
and the environment and the responsible must provide data needed to assess these effects; 

8.1. Minor injuries [Describe the number and types of any minor injuries that resulted from the incident 
or efforts to manage the incident or the impacts thereof]  

8.2. Reportable 
injuries 

[Describe the number and types of any injuries requiring statutory reporting that 
resulted from the incident or efforts to manage the incident or the impacts thereof]  

8.3. Hospitalisation [Describe the number and types of any injuries that required professional medical 
care that resulted from the incident or efforts to manage the incident or the impacts 
thereof]  

8.4. Fatalities [Describe the number and cause of any fatalities that resulted from the incident or 
efforts to manage the incident or the impacts thereof]  

8.5. Biological 
impacts 

[Describe any impacts on biological life, other than human life, e.g. fish kills, plant 
mortality, etc.]  

8.6. Impact area [Describe the area possibly affected by the incident or the impacts thereof including: 
(i) size of the area; (ii) socio-economic context; (iii) population density; (iv) sensitive 
environments (if any), etc.]  

8.7. Data Attach relevant impact reports, medical reports, death certificates, post mortem 
reports, environmental monitoring data, etc. as Annexes C1, C2,… to this report  

 

9. EXISTING PREVENTION PROCEDURES AND/OR SYSTEMS 

9.1. Foresight [Briefly describe whether the incident could have, or had, been foreseen, e.g. was it included in 
any environmental impact assessment, risk assessment, health and safety plan, etc.]  

9.2. Procedures and/or 
systems 

Attach any relevant safety, health and environmental plans (including any statutory planning 
requirements) that detail what actions should be taken in the event of the incident that is the 
subject of this report  

9.3. Procedure and/or 
systems failures 

[Describe any failures or shortfalls in procedures and/or systems that may have contributed to 
the incident] All procedures and checklist in place and signed off.  

9.4. Technical measures [Describe any technical measures, equipment, ‘fail-safe’ devices, etc. that are in place to 
prevent the occurrence of the incident] Communications & discussions in place.  

9.5. Technical failure [Describe any failures of technical measures, equipment, ‘fail-safe’ devices, etc. that are in place 
to prevent the occurrence of the incident]  

 

10. INITIAL INCIDENT MANAGEMENT 

In terms of NEMA section 30(5)(c), the responsible person must report on initial measures taken to minimise impacts. 

10.1. Evacuation [Describe any evacuation activities including information on the number of people evacuated 
and whether these people were staff or otherwise]  

10.2. Technical measures [Describe all technical measures taken to address the incident]  
10.3. Mitigation measures [Describe all measures taken to minimize the impact] SOPEP gear activated  
10.4. Emergency Services [Describe any governmental emergency services involvement] SAMSA/TNPA advised  
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11. CLEANUP AND/OR DECONTAMINATION 

In terms of NEMA section 30(5)(c), the responsible person must report on initial measures taken to minimise 
impacts. 

11.1. Cleanup 
and/or 
decontamination 

[Report on initial cleanup and or decontamination (remediation) measures taken to minimise 
the impact of the incident on human health and the environment. Provide copy of safe disposal 
certificate (if any)]  

11.2. Permissions and Instructions 

Provide details of any permission and/or instructions received from any organ of state during initial incident 
management, cleanup and/or decontamination 

11.3. Type 11.4. Statuate 11.5. Issued By 11.6. Name and contact 
details 

[Describe the nature or 
type of permission or 
instruction]  
 

[Provide a 
reference to the 
legal mandate 
for the 
permission or 
instruction]  
 

[Provide contact details for 
the permitting or instructing 
authority]  
 

[provide a summary of the 
activities carried out in terms of 
the permission or instruction]  
 

    

 

12. MITIGATION MEASURES 

In terms of NEMA section 30(5)(e), the responsible person must report on measures taken and to be taken to 
avoid a recurrence of such an incident. 

12.1. Measure 12.2. Objective 12.3. Cost 12.4. Timing 

[Briefly describe each of 
the measures taken, and 
to be taken, to avoid a 
recurrence of such 
incident]  
 

[Briefly describe the 
objective of the measure, 
i.e. the desired outcome of 
the measure]  
 

[Estimate the cost of 
the measure in terms 
of capital costs 
and/or recurrent 
costs]  
 

[Provide information on 
the timing for the full 
implementation of the 
measure]  
 

    

 

13. AUTHORISATIONS 

Provide details on all authorisations (including permits, licenses, certificates, etc.) in respect of the activity to 
which this incident relates. 

13.1. Type 13.2. Statute 13.3. Issued By 13.4. Issue & Expiry 
Date 

[Describe the nature or 
type of authorisation, 
e.g. Registration 
Certificate]  
 

[Provide the reference for 
the authorisation, e.g. 
section X of the National 
Environmental 
Management Act (Act 
No. 107 of 1989)]  
 

[Provide contact details 
for the issuing authority]  
 

[provide the date of issue 
and expiry]  
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13. AUTHORISATIONS 

Provide details on all authorisations (including permits, licenses, certificates, etc.) in respect of the activity to 
which this incident relates. 

13.1. Type 13.2. Statute 13.3. Issued By 13.4. Issue & Expiry 
Date 

14. HISTORY 

Provide details of all similar incidents involving the responsible person in the past (i.e. from 1998). Similar 
incidents include those that: (i) involved similar circumstances; (ii) involved similar emissions; (iii) involved 
similar personnel; and/or (iv) involved similar impacts. 

14.1. Incident title 14.2. Report 
reference 

14.3. Date of 
incident 

14.4. Summary of event 

[Provide the title used in 
the relevant emergency 
incident report]  
 

[Provide the reference in 
respect of the relevant 
emergency incident 
report]  
 

[Date of incident]  
 

[Provide a summary of the 
event]  
 

 
 

Signed by, or as a 
mandated signatory for, 
the responsible person: 

 Date:  

 
 

APPENDIX 1 
List of affected people as results of the incident  

 

NAME ADDRESS PHONE FAULT REMARKS 

     

     

 

APPENDIX 2 
Layout map of the area likely to be affected or affected as a result of the incident  

 

 

Disclaimer  
Any other information not covered in the reporting template must be included. 

CAUTION  

In terms of section 30 (11) of NEMA as amended, it is an offence not to report an incident and liable on convection 
to a fine not exceeding R 1 million or imprisonment for a period not exceeding 1 year, or to both such a fine and 
such imprisonment. 
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CHAPTER 9 
  
 DECOMMISSIONING PHASE 
 

As the final phase in the project cycle, decommissioning may present positive environmental 
opportunities associated with the return of the land for alternative use and the cessation of impacts 
associated with operational activities. However, depending on the nature of the operational activity, the 
need to manage risks and potential residual impacts may remain well after operations have ceased. 
 
The decommissioning phase EMP provides specific guidance with respect to the management of the 
environmental risks associated with the decommissioning stage of a project.  
 
Closure and decommissioning impacts are likely to be similar to the construction phase impacts. The 
management actions and control under the construction phase EMP need to be implemented to mitigate 
the negative impacts on the environment and to restore the property to its natural state.  
 
A decommissioning phase is where a structure is removed or otherwise modified to make it incapable 
for re-use for the original design purpose.  
 
The results of environmental monitoring during the decommissioning phase will be used to assess the 
impact of the decommissioning on the surrounding environment and demonstrate compliance with 
regulatory requirements. 
 
The actual scope of the decommissioning environmental monitoring will be established following 
consultation with the regulatory authorities. The format of decommission management strategy will 
probably be similar to that of earlier development phases and consist of the following: 
 

• Management Principles 
 
o Develop monitoring procedures in accordance with standard protocols and the requirements of 
the environmental legislation. 
o Undertake environmental monitoring during the decommissioning phase as shown below. 
 
Environmental monitoring during the decommission phase will include terrestrial flora rehabilitation 
monitoring. 
 

CHAPTER 10  
 
REHABILITATION SPECIFICATIONS AND SITE CLEAN-UP 
 
The contractors must ensure that all temporary structures, equipment, materials and facilities used or 
created on site for, or during construction activities, are removed once the project has been completed. 
The construction sites must be cleared, and cleaned to the satisfaction of the developer.   
 
Stabilisation and rehabilitation must take place immediately after construction operations have been 
completed. No vehicles or unauthorised personnel must be allowed onto areas that have been 
rehabilitated.   
 
The areas impacted during construction must be stabilised and shaped according to the natural 
surrounding contours. If topsoil was removed during construction the topsoil must be used to stabilise 
the impacted areas. 
 
The impacted areas must be re-vegetated with indigenous vegetation species within 3 months after 
completion of construction activities. Rehabilitated areas must be irrigated as and if required to ensure 
successful establishment of planted indigenous vegetation.  
 
The rehabilitation of the site must ensure that the final conditions of the site is environmentally 
acceptable and that there will be no adverse long-term effects on the surrounding environment 
especially the water resources. 
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The rehabilitated areas must be monitored on a monthly basis and after heavy rains for signs of erosion. 
If erosion occurred, mitigation measures to be implemented.  
 
Alien vegetation monitoring of the rehabilitated areas and surrounds must be conducted on an annual 
basis. 

 
CHAPTER 11 
 

ENVIRONMENTAL AWARENESS INDUCTION COURSE MATERIAL 
 
This section of the report is included in compliance with Section 24N (3) (c) of the National 
Environmental Management Act 107 of 1998. 
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ATTENDANCE REGISTER FOR 
………………………………………………………………   

PLACE ……………………………. TRAINER…………………………… 

NAME & SURNAME SIGNED 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

SIGNED ………………………. 
DATE & TIME 
………………………………… 

 
 
 
 
 
 
 
 
 
 
 



Page 75 of 79 
 

CHAPTER 12  
 

COMPLIANCE WITH THE ENVIRONMENTAL AUTHORISATION 
 

All conditions of the Environmental Authorisation must be adhered to onsite during the construction-, 
operational-, decommissioning- and rehabilitation phases of the proposed project.  A copy of the 
Environmental Authorisation must be available on site together with the EMP and all contractors on site 
must sign the Declaration of Understanding as proof of awareness and understanding of all the 
conditions to be adhered to on site in terms of the EA and EMP. 
 

CHAPTER 13 
 

 UPDATING/ADAPTING THE EMP 
 

Although care has been taken to address all known relevant environmental issues for the development, 
it will become necessary to add or amend certain procedures or instructions to improve the efficiency 
of the EMP.  Only those additions to, or amendments of, this EMP that will either improve environmental 
protection or can be proven not to have any negative effects would be considered to be included, and 
any amendments to the EMP must first be approved by the ECO and competent authority/ies i.e. 
DEA&DP.   
 

 
REFERENCES  
 
City of Cape Town (2002) Environmental Management Programme (Version 5) for Civil Engineering 
Construction Activities. 
 
DEA&DP: ENVIRONMENTAL MANAGEMENT PROGRAMME.   VER 5 (04/2002).  Guideline 
Document for the ECO / ESO and the ER 
 
Department of Water Affairs and Forestry, February 2005. Environmental Best Practice Specifications: 
Construction Integrated Environmental Management Sub-Series No. IEMS 1.6. Third Edition. Pretoria. 
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CURRICULUM VITAE – NICOLAAS WILLEM HANEKOM 
 
Profession: Environmental Scientist and Environmental Assessment Practitioner 
Date of Birth: 01/02/1967 
 
BIOGRAPHICAL SKETCH 
 
Nicolaas Hanekom is a registered Environmental Assessment Practitioner (”EAP”) EAPASA 
registration number 2020/1146, who holds a Masters Technologiae, Nature Conservation 
(“Vegetation Ecology and Biodiversity Assessment”) degree from the Cape Peninsula 
University of Technology. Nicolaas is certified in terms of section 20(3)(a) of the Natural 
Scientific Professions Act, 2003 (Act 27 of 2003), as a Professional Natural Scientist 
(Ecological Science) Registration Number: 4008274/11. He further qualified in Environmental 
Management Systems ISO 14001:2004, at the Centre for Environmental Management, North-
West University, as well as Environmental Management Systems ISO 14001:2004 Audit: 
Internal Auditors Course to ISO 19011:2003 level, from the Centre for Environmental 
Management, North-West University qualifying him to execute audits to ISO/SANS 
environmental compliance and EMS standards. 
 
He has also completed the suite of Greener Governance courses with certificates in; 
 

• An Overview of Environmental Management at the Local Government Level, Centre for 
Environmental Management, North-West University; 

• Greener Governance for Local Authorities, Centre for Environmental Management, 
North- West University; 

• Tools for Integrated Environmental Management and Governance, Centre for 
Environmental Management, North-West University. 

 
He further attended and obtained a certificate on Integrated Protected Area Planning at the 
Centre for Environmental Development, University of Kwa Zulu Natal and a certificate in 
Project Management (Theory and Practical), through CS Holdings. Nicolaas has lectured in 
two subjects at the Cape Peninsula University of Technology. He has 27 years of 
environmental planning experience, working for Free State and Western Cape departments 
of environmental affairs, where he reviewed and commented on development (EIA) 
applications, in the West Coast Region. 
 
He has, as practising EAP been responsible for many environmental impact assessments and 
EIA applications, waste license and atmospheric emission license applications. 
 
He has also been involved in the implementation of several environmental management 
systems. He has engaged successfully with various clients as set out below. 
 
TERTIARY EDUCATION 
 

• National Diploma, Nature Conservation (Cape Technikon) 

• B. Tech Degree in Nature Conservation (Cape Technikon) 

• M.Tech in Nature Conservation (Cape Peninsula University of Technology) 

• Completed various Environmental Management Courses 

• Qualified Environmental Management System ISO 14001: 2004 Audit: Internal Auditor 
Course Based on ISO 19011:2002 (Centre for Environmental Management North West 
University) 
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PROFESSIONAL SOCIETIES/ APPROVALS 
 
SACNASP Professional Natural Scientist (Ecological Science) Registration Number: 
4008274/11 
Registered Environmental Assessment Practitioner (”EAP”) EAPASA registration number 
2020/1146 
 
KEY EXPERIENCE 
 

1. Assistant Reserve Manager at Gariep Dam Nature Reserve (1993 - 1998) 

2. Reserve Manager, Conservation Services Manager for Western Cape Nature 
Conservation Board (1998 - 2001) 

3. External Lecturer at Cape Peninsula University of Technology (2003 - 2005) 

4. Practicing Scientist (Ecology: Terrestrial and Aquatic) and Environmental Assessment 
Practitioner (2006 – date) 

 
KEY PROJECTS 
 
SOME SPATIAL DEVELOPMENT PLAN (ENVIRONMENTAL COMPONENT) 

• Spatial Development Plan for the Cape West Coast Biosphere Reserve in association 
with Ikapa Enviroplan. 

• Land Consolidation Strategy for the Cape West Coast Biosphere Reserve. Hanekom 
coordinated and facilitated the compilation of a Land Consolidation Strategy as an official 
of CapeNature in 2004. 

• Swartland B Municipality: EMF ( Environmental component) in association with CK 
Rumboll and Associates. Appointed November 2010 

 
SOME ENVIRONMENTAL MANAGEMENT SYSTEMS 

• Langebaan Country Estate 

• Fancourt Hotel and Country Estate 
 
SOME ENVIRONMENTAL IMPACT ASSESSMENT APPLICATIONS: 

• Aeolus Hybruid Energy application Saldanha Bay 

• Tomi’s Abattoir - Hermon WC 

• Cape Solar Energy Application - Kenhardt NWC 

• Photo Voltaic Energy Application - Malmesbury WC 

• Bio gas Installation - Darling WC 

• Darling Fresh Chicken: Darling WC - Abattoir /Broiler Housing/ Hatchery / Breeder Farm 

• Erf 2483 - Vredenburg WC 

• Droevlei Cattle Housing - Darling WC 

• Uilenkraal Cattle Housing - Darling WC 

• Darling Low Cost Housing  - Darling WC 

• Chatsworth Low Cost Housing - Malmesbury WC 

• Pampoenvlei Road Realignment Darling WC 

• Oliphantskop residential development - Langebaan 

• Jacobsbaai Lodge area - Jacobsbaai 
 
SOME WASTE LICENSE APPLICATIONS UNDER THE WASTE ACT. 

• County Fair Abattoir WWTW – Kraaifontein 

• Bren-O-Kem – Wolesley Pumice processing plant 
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SOME ENVIRONMENTAL AUDITS 

• Langebaan Country Estate (Internal & External) 

• Aquila Game Ranch  (External) 

• Fancourt Hotel and Country Estate 

• Kumba Iron Ore (Tabazimbe Mine) Environmental Legal Compliance Audit. 
 
SOME ENVIRONMENTAL CONTROL OFFICER APPOINTMENTS 

• Langebaan Country Estate 

• Langebaan WWTW 

• Villa Diamante 

• Hexpoort Development 

• Darling Low Income Housing Project 

• De Doorns Low Income Housing Project. 
 
SOME MINING PERMIT APPLICATIONS 

• Techbulk Pty Ltd, Darling 

• Malans Quarries Malmesbury /Vlakfontein 

• Several Sand Mine permit Applications in the Western Cape 

• Bongani minerals Environmental Control Officer 

• Phosphate prospecting applications in the West Coast 
 
SOME GAME FARM - PLANNING/STOCKING 

• Buffelsfontein Private Nature Reserve 

• Farm 171/172/173 Willowmore EC 

• Groote Post Winery, Darling 

• Zandjager Trust, Portions Farms 129 & 127, Willowmore EC 

• Elandsfontein Private Nature Reserve, Langebaan 

• Glen Frank Farm Darling 
 
SOME PRESENTATIONS / PAPERS DELIVERED 
 

• To SA Red Meat Abattoir Association AGM July2006—IWMP for the Red meat Abattoir 
industry 

• Jacobuskraal HOA—Environmental Compliance Regulations and Needs 
 
SOME PUBLICATIONS AND ECOLOGICAL IMPACT ASSESSMENTS 
 

• Hanekom N. 2011. Solar Cape Photovoltaic Energy Generation Facilities land 
investigation in Northern Cape at Prieska, Kenhardt, Pella, Uptington, Pofadder and 
Keimoes 

• Hanekom N. 2011. Biodiversity and Ecological Baseline Survey for Abbotsdale Housing 
Project on Portion Of Erf 301 Abbotsdale (Malmesbury), Western Cape. 

• Hanekom N. 2011. Baseline Biodiversity and Ecological Assessment. GreenContinent 
Partners Photovoltaic Electricity Generation Facility. Farm Olyvenkolk 187/7, Kenhard. 

• Hanekom N. 2011. Baseline Biodiversity and Ecological Assessment Prieska 
Photovoltaic Power Generation Project, Prieska Commonage, Northern Cape. 

• Hanekom N. 2011. Baseline Biodiversity and Ecological Assessment. Solar Cape 
Photovoltaic Electricity Generation Facility. Farm Olyvenkolk 187/3&13, Kenhard. 

• Hanekom N. 2011. Biodiversity Assessment for Saldanha Bay Solar Park, Palama 
Saldanha Solar and Soventix SA Saldanha 1 on farms Farm 183, 190, 191 and Portion 
5 Farm 191, Malmesbury 
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• Hanekom N. 2012. Baseline Biodiversity and Ecological Assessment. GreenContinent 
Partners Photovoltaic Electricity Generation Facility. Farm Olyvenkolk 187/8, Kenhard. 

• Hanekom N. 2012. Baseline Biodiversity and Ecological Assessment. Wine Estate 
Capital Management Photovoltaic Electricity Generation Facility. Farm Olyvenkolk 
187/12, Kenhard. 

• Hanekom N. 2013. Biodiversity and Freshwater Ecosystems Baseline Survey. 
Bredasdorp Low Income Housing Project on Portion of Erf 1148, Bredasdorp. 

• Hanekom N. 2017. Baseline Biodiversity and Ecological Assessment. GreenContinent 
Partners Photovoltaic Electricity Generation Facility. Farm Olyvenkolk 187/6, Kenhard. 

 
SOME SEARCH AND RESCUE AND REHABILITATION OPPERATIONS 

• De Hoorns Housing Project. 
 
CERTIFICATION 
 
I, the undersigned, certify that to the best of my knowledge and belief, these data correctly 
describe my qualifications, my experience, and me. 
 
 

 
Nicolaas Hanekom Pri Sci Nat (Ecology). Registration number 400274/11 
EAPASA Registered Environmental Assessment Practitioner Registration Number 2020/1146 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


