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<1a>Wetland/Watercourse Habitat Disturbance

Kingna River D High 4 1 2 7 4 28 60% 16.8 L High

<1b>Alteration of flow  

Kingna River D High 4 1 2 7 4 28 40% 11.2 L High

<1c>Increased sediment input

Kingna River D High 4 1 2 7 4 28 40% 11.2 L High

<1d>Water quality impairement 

Kingna River D High 4 1 2 7 4 28 40% 11.2 L High

<2a>Alteration of flow, Sedimentation & Erosion

Kingna River D High 4 1 5 10 4 40 60% 24 L High

<2b>Water quality impairement 

Kingna River D High 4 1 5 10 4 40 60% 24 L High
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1.	Disturbance of aquatic habitats: 
may occur due  to site clearing, 
excavation, establishment of 
infrastructure, as well as the 
movement of vehicles and 
personnel. Poorly managed 
construction activities (e.g., 
stockpiling of materials, waste 
handling, or uncontrolled access). 
2.	Alteration of flow: Earthworks, 
compaction, and the creation of 
temporary and permanent hardened 
surfaces may alter natural drainage 
patterns and runoff characteristics. 
3.	Increased sedimentation and 
erosion: Vegetation clearing, soil 
disturbance, and exposed surfaces 
may lead to increased erosion and 
sediment mobilisation. 
4.	Water quality deterioration due to 
construction-related activities: There 
is a risk of contamination of surface 
water from hydrocarbon spills, 
cement wash water, chemicals, and 
general construction runoff. 

5.	Alteration of flow: The operational 
SW infrastructure may result in 
altered flow in the river.
6.	Water quality impairment:  
Stormwater discharging into the river 
may contain pollutants such as 
hydrocarbons, oils, suspended solids 
and sediments.
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